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	Reason for change:
	For Model B discovery, the source End UE broadcasts the Discovery Solicitation message including the RSC, which can be the RSC associated with the security procedures with network assistance or the RSC associated with the security procedures without network assistance.

If the received RSC is associated with the security procedures with network assistance and the UE-to-UE Relay is out of the network coverage, the UE-to-UE Relay shall abort the discovery procedure even if the received RSC is supported. Otherwise, after the discovery procedure is successfully finished, the subsequent communication procedure with network assistance cannot be performed.

Therefore, the coverage status should be considered by the UE-to-UE Relay in the U2U discovery Model B procedure.

	
	

	Summary of change:
	Clarify the usage of coverage status in the U2U discovery Model B procedure.

	
	

	Consequences if not approved:
	The End UE and UE-to-UE Relay cannot establish the link for U2U communication after successfully performing the U2U discovery Model B procedure, which wastes network resource and UE energy.
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[bookmark: _Toc48930850][bookmark: _Toc49376099][bookmark: _Toc56501548][bookmark: _Toc101349995]*************** Start of the Change ****************
[bookmark: _Toc145420196]6.6.3.3	Selection between mechanisms with or without network assistance
A Network Assistance Security Indicator per RSC is provisioned in the 5G ProSe End UEs and 5G ProSe UE-to-UE Relay to indicate which mechanism is to be used between the security procedures with the network assistance and the security procedures without network assistance. The 5G ProSe End UEs shall select the mechanism between security procedures with network assistance and security procedures without network assistance based on the Network Assistance Security Indicator, while the 5G ProSe UE-to-UE Relay shall select the mechanism between security procedures with network assistance and security procedures without network assistance based on the Network Assistance Security Indicator and its 3GPP coverage status. 
For 5G ProSe UE-to-UE Relay Communication with model A discovery, the 5G ProSe UE-to-UE Relay may select both RSCs associated with the security procedures with network assistance and the security procedures without network assistance when the 5G ProSe UE-to-UE Relay is in 3GPP coverage. The 5G ProSe UE-to-UE Relay shall only select the RSC associated with the security procedures without network assistance when the 5G ProSe UE-to-UE Relay is out of 3GPP coverage. Then, the 5G ProSe UE-to-UE Relay broadcasts a Discovery Announcement message including the selected RSC. The End UE shall use the security procedures with network assistance if the Network Assistance Security Indicator associated with an RSC indicates the security procedures with network assistance (as described in clause 6.6K.3.1). Otherwise, if the Network Assistance Security Indicator associated with an RSC indicates the security procedures without network assistance, the End UE shall use the security procedures without network assistance (as described in clause 6.6K.3.2).
For 5G ProSe UE-to-UE Relay Communication with model B discovery, the source End UE may select both RSCs associated with the security procedures with network assistance and the security procedures without network assistance, based on the desired mechanism. Then, the source End UE broadcasts a Discovery Solicitation message including the selected RSC. The UE-to-UE Relay shall abort the model B discovery if the selected RSC is associated with the security procedures with network assistance and UE-to-UE Relay is out of the network coverage. The UE-to-UE Relay shall use the security procedures with network assistance if the Network Assistance Security Indicator associated with the RSC indicates the security procedures with network assistance and it is inside 3GPP coverage. Otherwise, if the Network Assistance Security Indicator associated with the RSC indicates the security procedures without network assistance, the UE-to-UE Relay shall use the security procedures without network assistance.
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