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	Reason for change:
		
Please refer to the Rel16 AKMA TR 33835 KI5 on privacy where it was clearly mentioned that there is a privacy issue so we need a new identifier (A-KID)

[bookmark: _Toc45100988]6.4	Evaluation and conclusion on privacy
For key issue#5, it is recommended to use the idea of solution #19 and solution #23 of generating an identifier to bind the user identity to the keying material as the basis for normative work. Detailed design on how this identifier is generated and to which key it is associated will be done according to the AKMA procedures in normative work.
A-KID was introduced in AKMA based on the fact the user privacy needs to be preserve, however, AKAM specs does not define a requirement that A-KID should preserve the privacy.


There was a debate in the previous SA3 meeting that A-KID was intended to privacy preservation or not.




	
	

	Summary of change:
	Requirement is added where A-KID should preverse the user privacy.
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************ START OF CHANGES***********
[bookmark: _Toc42177179][bookmark: _Toc42179531][bookmark: _Toc42246804][bookmark: _Toc51245739][bookmark: _Toc145429575]4.4.2	Requirements on AKMA Key Identifier (A-KID)
Requirements for AKMA Key Identifier (A-KID) are:
-	A-KID shall be globally unique and shall be able to preserve the privacy of the user.
-	A-KID shall be usable as a key identifier in protocols used in the reference point Ua*.
-	AKMA AF shall be able to identify the AAnF serving the UE from the A-KID.

************ END OF CHANGES**********
