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**********************  START of 1st Change  **************************

[bookmark: _Toc3886116][bookmark: _Toc26797482][bookmark: _Toc35353327][bookmark: _Toc44939300][bookmark: _Toc129942719]5.1.5	MC user migration service authentication and authorisation
When an MC user migrates from their primary MC domain to a partner MC domain, MC user migration service authentication and MC user migration service authorisation shall be carried out prior to the migrated MC user receiving services at the partner MC domain.
MC user migration service authentication and MC user migration service authorisation shall follow the procedures described in clause 5.1.4.
Figure 5.1.5-1 shows the MC user migration service authentication and authorisation procedure.



Figure 5.1.5-1	Service authorization for migration to partner MC system
1-5.	MC user migration service authentication shall be the inter-domain identity management steps 1-5 in Figure 5.1.4.2-2 of clause 5.1.4.2.
6.	Upon receiving a successful Token Response message, the MC client shall initiate the ‘Service authorisation for migrating to a partner MC system’ procedure as shown in Figure 5.1.5-2.
7.	Following successful execution of step 6, service authorisation to services in the migration partner MC system shall be performed as defined in clause 5.1.3.
Figure 5.1.5-2 shows the ‘Service authorisation for migrating to a partner MC system’ procedure.  Details of this procedure can be found in clause 10.6.3 of 23.280 [36].


Figure 5.1.5-2	Service authorization for migration to partner MC system
1.	The ‘Migration service authorization request’ message is sent by the MC service client to the partner MC service server and includes the access token obtained in step 5 of Figure 5.1.5-1.
2.	The partner MC service server performs an initial authorization check to verify that the MC service user is permitted to migrate to the partner MC system.  This step includes validation of the access token received in step 1 and shall be performed as defined in Annex B.11.
3-11.	These steps are as defined in clause 10.6.3 of 23.280 [36].
NOTE:	An access token is neither required nor provided in steps 3-11.
**********************  END of 1st Change  **************************
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