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*********Begin of the change*********
[bookmark: _Toc145059240][bookmark: _Toc153459184]6.3.5	Procedures for authorization of AF/5GC NF/LCS Client for Ranging/SL positioning service exposure
[bookmark: OLE_LINK9][bookmark: OLE_LINK90]For the authorization of the AF, 5GC NF or LCS client for Ranging/SL Positioning service exposure, the SL-MT-LR procedure specified in TS 23.273 [3] is taken as the baseline. The authorization shall be performed towards all the n UEs (n ≥ 2), i.e. UE1, UE2, ..., UEn in the request message. If all of the UEs grant permission for Ranging/SL Positioning exposure, the GMLC shall forward the service request from the AF/5GC NF to the AMF. If none of the UEs grants permission for Ranging/SL Positioning exposure, the GMLC shall reject the service request. If part of the UEs grant and part of the UEs don't grant permission for Ranging/SL Positioning exposure, the GMLC shall decide t, o proceed with or reject the service request from the AF/5GC NF/ or LCS client based on implementation, e.g. a local rule configured by the network operator. If the GMLC decides to accept the service request, it shall only inclu, de the identities of the UEs granting permission in the service request forwarded to the AMF.
When receiving the Ranging/SL Positioning or LCS client itioning service request from the AF/5GC NF/ LCS client, the GMLC interacts with the UDM to check the UE privacy profile. The UE LCS Privacy Profile defined in clause 5.4.2 of TS 23.273 [3] is taken as the baseline for the UE privacy profile for Ranging/SL positioning services.
NOTE:	The details of the UE privacy profile for Ranging/SL positioning services needs to be align with SA2.
[bookmark: OLE_LINK41][bookmark: OLE_LINK42][bookmark: OLE_LINK43]The GMLC interacts with the AMF to request the ranging result of UEs, which may include an indication of a privacy related action. If the indicator of privacy check related action indicates that the UE must either be notified or notified with privacy verification, a notification invoke message is sent to the UE if the signalling connection established. However, if the Ranging/SL Positioning service is disallowed by the UE, or signalling connection establishment fails and UE notification (including UE notification with privacy verification) is required, the AMF shall provide failure response to the GMLC.
********* End of the change *********
