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	In GBA Push, indicator for use of GBA_ME or GBA_U should be included in GPI request from NAF to BSF. If GBA_U is requested the BSF checks if GBA_U is supported in GUSS in case HSS is utilized.

But if the network utilizes a HLR instead of HSS, then the BSF request only AV from HLR. If the USIM card is not a GBA_U awareness card, some errors will be happened.

Since the U/M is request from NAF in the GPI request, it’s necessary for NAF to know the GBA capability of USIM. In the registration procedure, it is proposed to verify the GBA capability of USIM.

For example, in the registration, NAF should know the GBA capability of UE by checking the USIM or retrieving from operator, just like the card management system.
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	Add NOTE in the annex B that the USIM should be checked whether GBA_U is supported in the registration procedure, especially HLR is utilized instead of HSS in GBA Push.
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**** Start of 1st change *****

Annex B (informative):
GBA-Push UE registration procedure

To be able to use GBA Push based services the user and the service provider need to share information. This is done in a registration procedure. The registration procedure could be explicit and involve the user or it could be automatic relying on user information provided by the user's operator. If the registration is initiated by the operator, the operator will have access to all needed registration information. When a user registers with a public identity this might not be the case, especially if the NAF is a third party service provider. One way of alleviating the problem would be to have users perform the registration over an authenticated/secured connection established with normal GBA. Then the BSF could provide the NAF with all needed information. Note however that this functionality is not standardized and that all needed information might not be available over the currently standardized interfaces.
NOTE: If GBA_U should be used by NAF, it’s necessary for NAF to check whether the GBA_U is supported by USIM in the registration procedure, especially HLR is utilized instead of HSS.
At the registration the Push NAF needs to record the user identity (UE_Id), a push delivery method and the associated transport address (UE_Trp). The user identity may be either a public identity or a private identity. 

**** End of 1st change *****
