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1
Decision/action requested

It is requested to approve the proposal into TS 33.501.
2
References

 [1]
3GPP TS 33.401: "3GPP System Architecture Evolution (SAE); Security architecture"
3
Rationale

This contribution proposes the deletion of the following EN: “Editor's Note: It is FFS if the UE is allowed to send the SUCI in the Identifier Response message in response to an Identifier Request message from the network.”
In addition, it adds the subscription identification procedure which is missing in present specification. The added text is as in TS 33.401 [1] with modification to fit 5G.
4
Detailed proposal
*************** Start of Change 1 ****************
6.12.1
Subscription permanent identifier 

Editor's Note: Most of the content of the present subclause is related to the SUCI. This conflicts with the title of the subclause (that refers to SUPI). 

In the 5G system, the globally unique 5G subscription permanent identifier is called SUPI as defined in 3GPP TS 23.501 [2]. The SUCI is a privacy preserving identifier containing the concealed SUPI. 

The UE shall include a SUCI only to the following 5G NAS messages:

-
If the UE is sending a Registration Request message of type "initial registration" to a PLMN for which the UE does not already have a 5G-GUTI, the UE shall include a SUCI to the Registration Request message. 
-
If the UE includes a 5G-GUTI when sending a Registration Request message of type “reregistration” to a PLMN and in response the UE receives an Identity Request message, the UE shall include a SUCI in the identity response message. 

The UE shall never generate a SUCI using "null-scheme" with the following exceptions:

-
If the UE is making an unauthenticated emergency session and it does not have a 5G-GUTI to the chosen PLMN. 

-
If the home network has provisioned "null-scheme" as public key scheme, then the UE shall generate a SUCI using "null-scheme".

- 
If the home network has not provisioned the public key needed to generate a SUCI. 

Editor's Note: Privacy provisioning is FFS. 

Editor's Note: The emergency services are FFS.
*************** End of Change 1 ****************
*************** Start of Change 2 ****************
6.12.4
Subscription identification procedure

Editor's Note: The content of this clause is meant to correspond to 33.401, clause 6.1.3, which is about the Identity request/response procedure between serving network and UE invoked in case the SN is unable to resolve the temporary identifier.
The subscriber identification mechanism may be invoked by the serving network when the UE cannot be identified by means of a temporary identity (5G-GUTI) during the UE registration procedure. In particular, it should be used when the serving network cannot retrieve the SUPI based on the 5G-GUTI by which the subscriber identifies itself on the radio path.

The mechanism described in figure 6.8.4-1 allows the identification of a UE on the radio path by means of the SUCI. 
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Figure 6.8.4-1: Subscriber identity query

The mechanism is initiated by the AMF that requests the UE to send its SUCI.
*************** End of Change 2 ****************
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