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**** First Change ****
[bookmark: _Toc50642314]11.2.3.1	ServiceAccessInformation resource type
The data model for the ServiceAccessInformtion resource is specified in Table 11.2.3.1-1 below:
Table 11.2.3.1‑1: Definition of ServiceAccessInformation resource
	Property name
	Type
	Cardinality
	Usage
	Description

	provisioningSessionId
	String
	1..1
	RO
	Unique identification of the M1d Provisioning Session.

	StreamingAccess
	Object
	0..1
	RO
	

	mediaPlayerEntry
	URL String
	10..1
	RO
	A document or a pointer to a document that defines a media presentation e.g. MPD for DASH content or URL to a video clip file.

	ClientConsumptionReporting‌Configuration
	Object
	0..1
	RO
	

	reportingInterval
	DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between consumption report messages being sent by the Media Session Handler. The value shall be greater than zero.
When this property is omitted, a single final report shall be sent immediately after the streaming session has ended.

	serverAddresses
	Array(URL String)
	1..1
	RO
	A list of 5GMSd AF addresses (URLs) where the consumption reporting messages are sent by the Media Session Handler.
(Opaque URL, following the 5GMS URL format.)

	locationReporting
	Boolean
	1..1
	RO
	Stipulates whether the Media Session Handler is required to provide location data to the 5GMSd AF in consumption reporting messages (in case of MNO or trusted third parties).

	samplePercentage
	Percentage
	1..1
	RO
	The percentage of streaming sessions that shall send consumption reports, expressed as a floating point value between 0.0 and 100.0.

	DynamicPolicyInvocationConfiguration
	Object
	0..1
	RO
	

	serverAddresses
	Array(URL String)
	1..N
	RO
	A list of 5GMSd AF addresses (URLs) which offer the APIs for dynamic policy invocation sent by the Media Session Handler.
(Opaque URL, following the 5GMS URL format.)

	validPolicyTemplateIds
	Array(String)
	1..N
	RO
	A list of Policy Template identifiers which the 5GMSd Client is authorized to use.

	sdfMethods
	Array(SdfMethods)
	1..N
	RO
	A list of recommended service data flow description methods (descriptors). E.g. 5-Tuple, ToS, 2-Tuple, etc, which should be used by the Media Session Handler to describe the service data flows for the to be policed traffic.

	externalReferences
	Array(String)
	0..1
	RO
	Additional identifier for this Policy Template, unique within the scope of its Provisioning Session, that can be cross-referenced with external metadata about the streaming session.
Example: "HD_Premium"

	ClientMetricsReportingConfigurations
	Array(Object)
	0..1
	RO
	

	serverAddresses
	Array(URL String)
	1..N
	RO
	A list of 5GMSd AF addresses to which metrics reports shall be sent.
(Opaque URL, following the 5GMS URL format.)

	dataNetworkName
	String
	0..1
	RO
	The DNN which shall be used when sending metrics reports. If not specified, the name of the default DN shall be used.

	reportingInterval
	DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between metrics reports being sent by the Media Session Handler. The value shall be greater than zero. When this property is omitted, a single final report shall be sent immediately after the streaming session has ended.

	samplePercentage
	Percentage
	1..1
	RO
	The percentage of streaming sessions that shall report metrics, expressed as a floating point value between 0.0 and 100.0.

	urlFilters
	Array(String)
	1..N
	RO
	A list of URL patterns for which metrics reporting shall be done. The format of each pattern shall be a regular expression as specified in [5].
If not specified, reporting shall be done for all sessions.

	metrics
	Array(String)
	1..N
	RO
	A list of metrics which shall be reported.

	NetworkAssistanceConfiguration
	Object
	0..1
	RO
	

	serverAddress
	URL String
	1..1
	RO
	Address of the 5GMSd AF that offers the APIs for 5GMSd AF-based Network Assistance, for access by the 5GMSd Media Session Handler. This address shall be an opaque URL, following the 5GMS URL format.
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