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	1st Change


2	References
[bookmark: MCCTEMPBM_00000023][1]	3GPP TS 28.554: "5G end to end Key Performance Indicators (KPI)".
[2]	3GPP TS 28.532: "Management and orchestration; Generic management services".
[3]	3GPP TS 28.533: "Management and orchestration; Architecture framework".
[4]	3GPP TS 28.622: "Telecommunication management; Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)".
[5]	3GPP TS 28.552: "Management and orchestration; 5G performance measurements".
	2nd Change


3.3	Abbreviations
OAM	Operations, Administration and Maintenance
SBMA	Service-Based Management Architecture
VNF	Virtualized Network Function
	3rd Change


4.2.1	Energy consumption collection at OAM
[bookmark: _CRE_1]The  below clause provides a brief reference to 3GPP SA WG5 specifications relating to the evaluation and collection of energy consumption evaluation by the Operations, Administration and Maintenance (OAM) capability of the 5G System specified in 3GPP Release 18. This clause includes information which are summarized from TS 28.554 [1]. 
[bookmark: _Toc157674394][bookmark: _Toc161043348]4.2.1.1	Collection of network energy related information
Clause 6.7.3 of TS 28.554 [1] defines the Energy Consumption KPI of a Physical Node. The network energy related information that can be collected by the OAM capability includes that listed in table X.1.1-1.
[bookmark: _CRTable5_2_2_11]Table X.1.1-1: Network energy related information collected by OAM
	KPI category
	Description
	Reference
	Clause

	Energy Consumption (EC) information
	Energy Consumption of a gNodeB
	TS 28.554 [6]
	6.7.3.4.2

	
	Energy Consumption of the NG-RAN
	
	6.7.3.4.1

	
	Energy Consumption of the 5GC
	
	6.7.3.2.1

	
	Energy Consumption of a 5G Network Function
	
	6.7.3.1.1

	
	Estimated Energy Consumption of a Virtualized Network Function
	
	6.7.3.1.2

	
	Energy Consumption of a network slice
	
	6.7.3.3

	
	Energy Consumption of a Physical Network Function (PNF) as well as other Power, Energy, Environmental (PEE) measurements
	TS 28.552 [5]
	5.1.1.19.2

	Energy Efficiency KPIs
	Energy Efficiency of the NG-RAN data
	TS 28.554 [6]
	6.7.1

	
	Energy Efficiency of the 5GC
	
	6.7.4.1

	
	Energy Efficiency of a network slice
	
	6.7.2



In the case of a Virtualized Network Function (VNF) hosted on a physical node, the energy consumption of the VNF is estimated as a portion of the total energy consumption of the physical node on which the VNF is executing, based on its relative virtual CPU usage, virtual memory usage, virtual disk usage and I/O traffic (all metrics collected from ETSI MANO) as defined in clause 6.3.1.2 of TS 28.554 [1].
[bookmark: _Toc157674395][bookmark: _Toc161043349]4.2.1	Exposure of network energy related information
Network energy information may be collected by OAM and exposed (other mechanisms may exist) as defined by the Service-Based Management Architecture (SBMA) in TS 28.533 [3]. Any authorized consumer willing to collect such measurements or KPIs shouldmustfirst create an instance of a performance metrics production job (i.e. an instance of the PerfMetricJob information object class – see clause 4.3.31 of TS 28.622 [4]) by invoking the createMOI operation of the Provisioning Management Service (MnS) (see clause 11.1.1.1 of TS 28.532 [2]). The consumer shouldmust specify:
-	Which measurement(s) or KPI(s) are required to be collected, e.g. the energy consumption of a 5G NF, etc..
-	From which network entities (represented by managed objects) the information is required to be collected (e.g. a SMF x, UPF y, etc.).
-	The granularity period (expressed in seconds)  over which the measurements or KPIs are required to be  reported;
-	The required reporting method, mainly:
-	File-based reporting: Performance data is accumulated for a certain time before it is reported; the data is delivered as a file; the file content encoding may be either XML or ASN.1,
-	Stream-based reporting: The producer sends the performance data to the consumer as when they are ready. The volume of the performance data reported is expected to be small, and the granularity period is expected to be short. The stream content encoding technique may be either GPB or ASN.1.
Depending on the selected reporting method, the consumer collects the measurements or KPIs as follows:
-	In the case of file-based reporting, the producer sends the notification NotifyFileReady to subscribed consumer(s) when a new file becomes available on the producer for upload by consumer(s);
-	In the case of stream-based reporting, the producer sends units of streaming data to the consumer by invoking the reportStreamData operation.
	End of change



