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	First Change



[bookmark: _Toc151076635][bookmark: _Toc162535687]8.6.3.1	EdgeResourcesConfiguration resource type
Table 8.6.3.1-1: Definition of EdgeResourcesConfiguration resource type
	Property name
	Type
	Cardinality
	Description

	edgeResourcesConfigurationId
	[bookmark: _MCCTEMPBM_CRPT71130404___7]ResourceId
	1..1
	A resource identifier for this Edge Resources Configuration assigned by the Media AF when the resource is created that is unique within the scope of the enclosing Provisioning Session.

	edgeManagementMode
	[bookmark: _MCCTEMPBM_CRPT71130405___7]Edge‌Management‌Mode
	1..1
	Indicates whether the management of edge resources is client-driven or AF-driven. (See clause 8.6.3.2.)

	eligibilityCriteria
	[bookmark: _MCCTEMPBM_CRPT71130406___7]Edge‌Processing‌Eligibility‌Criteria‌
	0..1
	Condition to activate edge resources for this Provisioning Session. If the activationTrigger property of the object is not presentomitted, it shall be assumed that all media delivery sessions related to the parent Provisioning Session use edge resources. (See clause 7.3.3.10.)

	easRequirements
	[bookmark: _MCCTEMPBM_CRPT71130407___7]EASRequirements
	1..1
	Requirements on the EAS Profile used by the Media AF or by the EEC to discover and select one or more Media EAS instances to serve media streaming sessions. (See clause 8.6.3.3.)

	eas‌Relocation‌Requirements
	[bookmark: _MCCTEMPBM_CRPT71130408___7]M1EAS‌Relocation‌Requirements
	0..1
	EAS relocation tolerance and requirements.
If not present, the Media AF shall assume that the application is unaware of context transfer and that transfers to a target Media EAS are allowed. (See clause 8.6.3.4.)



