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	[bookmark: _Hlk149921401]First Change


[bookmark: _Toc68899520][bookmark: _Toc71214271][bookmark: _Toc71721945][bookmark: _Toc74858997][bookmark: _Toc146626868][bookmark: _Toc156488671][bookmark: _Toc49514913][bookmark: _Toc49520071][bookmark: _Toc50548853]5.2.10.1	General
[bookmark: _MCCTEMPBM_CRPT71130092___7]These operations are used by the Media Application Provider at reference point M1 to provision QoE metrics reporting functionality associated with downlink or uplink media delivery. The Media Application Provider may provision several Metrics Reporting Configurations within the scope of a Provisioning Session with different properties which determine whether and how often the Media Session Handler submits QoE metrics reports to the Media AF as well as the format and contents of these reports. To this end, each Metrics Reporting Configuration shall specify a metrics scheme, which may be specified by 3GPP or by another party. The chosen metrics scheme URI is indicated in the scheme property of the Metrics Reporting Configuration. This clause defines the basic operations; more details are provided in clause 8.10.
A given Metrics Reporting Configuration is uniquely identified within the scope of its parent Provisioning Session by the metricsReportingConfigurationId property of the corresponding Metrics Reporting Configuration resource, as specified in clause 8.10.3.1.
Where metrics reporting is not required for the entire duration of a media delivery session, reportingStartOffset and/or reportingDuration parameters may additionally be specified for a Metrics Reporting Configuration indicating the portion of each media delivery session for which metrics reports are to be submitted by the Media Session Handler.
HTTP responses for successful and operation-specific failure cases are specified in the following clauses. For all other failure cases, an HTTP response indicating a response code in accordance with clause 7.1.6 shall be returned to the API client. In all failure cases a message body in accordance with clause 7.1.7 shall be included in the response message.
	Second Change


[bookmark: _Toc156488711][bookmark: _MCCTEMPBM_CRPT71130121___2]5.3.5.1	Procedures
These procedures are used by the Media AS at reference point M3 or else by the Metrics Reporting functions of the Media Client and subsequently by the Media Session Handler at reference point M5 to submit a metrics report to one of the Media AF instances listed in the client metrics reporting configuration of the Service Access Information resource previously retrieved using the procedure in clause 5.3.2.3.
When the metrics collection and reporting feature is provisioned for a media delivery session using the operations specified in clause 5.2.10, one or more client metrics reporting configurations, each associated with a provisioned Metrics Reporting Configuration, shall be provided to the Media Session Handler in the Service Access Information. A given client metrics reporting configuration contains information including:
1.	The subset of metrics from the provisioned metrics scheme to be collected and reported by the Media Client;
2.	The frequency at which these metrics are to be sampled by the Media Client;
3.	The proportion of media delivery sessions for which reports are to be sent by the Media Session Handler;
4.	The portion of the media session (represented by start offset and/or duration parameters) for which metrics reports are to be sent by the Media Session Handler if reporting is enabled for that media delivery session;
[bookmark: _Hlk157502878]5.	The interval at which metrics reports are to be sent by the Media Session Handler if reporting is enabled for a media delivery session; and
56.	The Media AF address(es) to which metrics reports are to be sent.
Before a downlink media delivery session is started, the Media Session Handler shall check if the Service Access Information includes any Metrics Reporting Configurations. If any such configurations are present, the Media Session Handler shall initiate the metrics reporting procedure for the media delivery session based on these configurations. During the downlink media delivery session, the Media Session Handler shall periodically check if the Metrics Reporting Configurations are added to or removed from the Service Access Information and shall activate or deactivate the metrics reporting procedure as appropriate for the media delivery session in question. The Service Access Information indicating whether Metrics Reporting is provisioned for media delivery sessions is specified in clause 9.2.3.
Whenever a metrics report is produced for a given client metrics reporting configuration, the Media Session Handler shall reset its reporting interval timer for that configuration to the value of the clientMetrics‌Reporting‌Configurations[].‌reportingInterval property and it shall begin countdown of the timer again. Whenever the Media Session Handler terminates a media delivery session, it shall disable its reporting interval timer for all client metrics reporting configurations.
Details of the APIs supporting these procedures at reference points M3 and M5 are specified in clause 9.5.
HTTP responses for successful and operation-specific failure cases are specified in the following clauses. For all other failure cases, an HTTP response indicating a response code in accordance with clause 7.1.6 shall be returned to the API client. In all failure cases a message body in accordance with clause 7.1.7 shall be included in the response message.
	More changes follow on next page…
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	Third Change


8.10.3.1	MetricsReportingConfiguration resource
Table 8.10.3.1-1: Definition of MetricsReportingConfiguration resource
		Property name
	Type
	Cardinality
	Description

	[bookmark: _MCCTEMPBM_CRPT71130347___2]metricsReportingConfigurationId
	[bookmark: _MCCTEMPBM_CRPT71130348___7]ResourceId
	1..1
	An identifier for this Metrics Reporting Configuration assigned by the Media AF that is unique within the scope of the enclosing Provisioning Session.

	[bookmark: _MCCTEMPBM_CRPT71130349___2]scheme
	[bookmark: _MCCTEMPBM_CRPT71130350___7]Uri
	0..1
	The QoE metrics scheme associated with this Metrics Reporting Configuration. 
Omitting this property signals to the Media AF that metrics reporting is currently disabled for the Provisioning Session in question.

	[bookmark: _MCCTEMPBM_CRPT71130351___2]dataNetworkName
	[bookmark: _MCCTEMPBM_CRPT71130352___7]Dnn
	0..1
	Identifies the Data Network which shall be used when sending metrics reports.
If not specified, the default Data Network shall be used.

	reportingStartOffset
	DurationSec
	0..1
	The time offset (expressed in seconds) from the start of a media delivery session when the Media Client is required to begin submitting metrics reports.
If omitted, the value of this parameter is assumed to be zero, i.e., directing the Media Client to start reporting metrics from the start of the media delivery session.

	reportingDuration
	DurationSec
	0..1
	The period of time (expressed in seconds) measured relative to the reporting start point, after which the Media Client is required to stop reporting metrics.
If omitted, reporting is required to continue until the end of the media delivery session.

	[bookmark: _MCCTEMPBM_CRPT71130353___2]reportingInterval
	[bookmark: _MCCTEMPBM_CRPT71130354___7]DurationSec
	0..1
	The time interval between successive metrics reports to be sent by the Media Session Handler. The value shall be greater than zero.
If not specified, a single final report shall be sent after the media delivery session has ended.

	[bookmark: _MCCTEMPBM_CRPT71130355___2]samplePercentage
	[bookmark: _MCCTEMPBM_CRPT71130356___7]Percentage
	0..1
	The proportion of media delivery sessions for which QoE metrics shall be reported, expressed as a floating-point value between 0.0 and 100.0.
If not specified, reports shall be sent for all media delivery sessions.

	[bookmark: _MCCTEMPBM_CRPT71130357___2]urlFilters
	[bookmark: _MCCTEMPBM_CRPT71130358___7]array(String)
	0..1
	If present, a non-empty list of Media Entry Point URL patterns for which QoE metrics shall be reported.
If not specified, reporting shall be done for all media delivery sessions initiated within the scope of the parent Provisioning Session.

	samplingPeriod
	DurationSec
	1..1
	The time interval the Media Client should wait between sampling the QoE metrics specified by this metrics reporting configuration.

	[bookmark: _MCCTEMPBM_CRPT71130359___2]metrics
	[bookmark: _MCCTEMPBM_CRPT71130360___7]array(String)
	0..1
	If present, a non-empty list of metrics which shall be collected and reported.
A controlled vocabulary of QoE metrics shall be specified by each metrics scheme for use with this property.
If omitted, the complete (or default, as applicable) set of metrics associated with the specified metrics scheme shall be collected and reported.



	Fifth Change


[bookmark: _Toc68899651][bookmark: _Toc71214402][bookmark: _Toc71722076][bookmark: _Toc74859128][bookmark: _Toc151076658][bookmark: _Toc156488837]9.2.3.1	ServiceAccessInformation resource type
The data model for the ServiceAccessInformation resource is specified in table 9.2.3.1-1 below. Different properties are present in the resource depending on the type of Provisioning Session from which the Service Access Information is derived (as indicated in the provisioningSessionType property) and this is specified in the Applicability column.
Table 9.2.3.1‑1: Definition of ServiceAccessInformation resource
	Property name
	Type
	Cardinality
	Usage
	Description
	Applicability

	[bookmark: MCCQCTEMPBM_00000113]provisioningSessionId
	[bookmark: _MCCTEMPBM_CRPT71130443___7]ResourceId
	1..1
	RO
	Unique identification of the M1 Provisioning Session.
	All types

	provisioningSession‌Type
	[bookmark: _MCCTEMPBM_CRPT71130444___7]Provisioning‌Session‌Type
	1..1
	RO
	The type of Provisioning Session.
	All types.

	streamingAccess
	[bookmark: _MCCTEMPBM_CRPT71130445___7]object
	0..1
	RO
	Present if Content Hosting or Content Publishing is provisioned in the parent Provisioning Session.
	DOWNLINK

	
	entryPoints
	Array(M5‌Media‌Entry‌Point)
	0..1
	RO
	A list of alternative Media Entry Points for the Media Client to choose between.
	

	
	
	locator
	[bookmark: _MCCTEMPBM_CRPT71130447___7]AbsoluteUrl
	1..1
	RO
	A pointer to a document at reference point M2 that defines a media presentation e.g. MPD for DASH content or URL to a video clip file.
	

	
	
	contentType
	string
	1..1
	RO
	The MIME content type of resource at locator.
	

	
	
	profiles
	array(Uri)
	0..1
	RO
	An optional list of conformance profile URIs with which this Media Entry Point is compliant.
If present, the array shall contain at least one item.
	

	
	[bookmark: _MCCTEMPBM_CRPT71130448___2]eMBMS‌Service‌Announcement‌Locator
	[bookmark: _MCCTEMPBM_CRPT71130449___7]AbsoluteUrl
	0..1
	RO
	A pointer to an eMBMS User Service Announcement document.
	DOWNLINK

	clientConsumptionReporting‌Configuration
	[bookmark: _MCCTEMPBM_CRPT71130451___7]object
	0..1
	RO
	Present if consumption reporting is activated for this Provisioning Session.
	DOWNLINK

	
	
	[bookmark: _MCCTEMPBM_CRPT71130452___2]reportingInterval
	[bookmark: _MCCTEMPBM_CRPT71130453___7]DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between consumption report messages being sent by the Media Session Handler. The value shall be greater than zero.
When this property is omitted, a single final report shall be sent immediately after the media streaming session has ended.
	

	
	
	[bookmark: _MCCTEMPBM_CRPT71130454___2]serverAddresses
	[bookmark: _MCCTEMPBM_CRPT71130455___7]array(AbsoluteUrl)
	1..1
	RO
	A list of Media AF addresses (URLs) where the consumption reporting messages are sent by the Media Session Handler. See NOTE.
Each address shall be an opaque base URL, following the format specified in clause 7.1.3 up to and including the {apiVersion} path element.
	

	
	
	[bookmark: _MCCTEMPBM_CRPT71130456___2]locationReporting
	[bookmark: _MCCTEMPBM_CRPT71130457___7]boolean
	1..1
	RO
	Indicates whether the Media Session Handler is required to provide location data in consumption reporting messages (in case of MNO or trusted third parties).
Shall be set false if the locationReporting parameter is omitted from the Consumption‌Reporting‌Configuration, as specified in table 8.11.3.1‑1.
	

	
	
	[bookmark: _MCCTEMPBM_CRPT71130458___2]accessReporting
	[bookmark: _MCCTEMPBM_CRPT71130459___7]boolean
	1..1
	RO
	Indicates whether the Media Session Handler is required to supply consumption reporting units whenever the access network changes during a media delivery session.
Shall be set false if the accessReporting parameter is omitted from the Consumption‌Reporting‌Configuration, as specified in table 8.11.3.1‑1.
	

	
	
	[bookmark: _MCCTEMPBM_CRPT71130460___2]samplePercentage
	[bookmark: _MCCTEMPBM_CRPT71130461___7]Percentage
	1..1
	RO
	The percentage of media delivery sessions that shall send consumption reports, expressed as a floating-point value between 0.0 and 100.0.
Shall be set to 100.0 if the samplePercentage parameter is omitted from the Consumption‌Reporting‌Configuration, as specified in table 8.11.3.1‑1.
	

	dynamicPolicyInvocation‌Configuration
	[bookmark: _MCCTEMPBM_CRPT71130462___7]object
	0..1
	RO
	Present if Policy Templates have been provisioned in the parent Provisioning Session and at least one of them is in the READY state.
	DOWNLINK,
UPLINK

	
	[bookmark: _MCCTEMPBM_CRPT71130463___2]serverAddresses
	[bookmark: _MCCTEMPBM_CRPT71130464___7]array(AbsoluteUrl)
	1..1
	RO
	A list of Media AF addresses (URLs) which offer the APIs for dynamic policy invocation sent by the Media Session Handler. See NOTE.
Each address shall be an opaque base URL, following the format specified in clause 7.1.3 up to and including the {apiVersion} path element.
	

	
	policyTemplateBindings
	array(object)
	1..1
	RO
	A list of duples, each one binding an external reference to a Policy Template resource identifier.
	

	
	
	externalReference
	string
	1..1
	RO
	Additional identifier for this Policy Template, unique within the scope of its Provisioning Session, that can be cross-referenced with external metadata about the media streaming session.
Example: "HD_Premium".
	

	
	
	policyTemplateId
	ResourceId
	1..1
	RO
	The resource identifier of a Policy Template tagged with externalReference that is in the READY state.
	

	
	[bookmark: _MCCTEMPBM_CRPT71130469___2]sdfMethods
	[bookmark: _MCCTEMPBM_CRPT71130470___7]array(SdfMethod)
	1..1
	RO
	A list of Service Data Flow description methods, e.g. 5-tuple, ToS, 2-tuple, etc., which should be used by the Media Session Handler to describe the Service Data flows at reference point M2 for media delivery sessions.
	

	clientMetricsReporting‌Configurations
	[bookmark: _MCCTEMPBM_CRPT71130473___7]array(object)
	0..1
	RO
	Present if QoE metrics reporting is provisioned in the parent Provisioning Session.
If present, contains one or more client metrics reporting configurations.
	DOWNLINK,
UPLINK

	
	metricsReporting‌ConfigurationId
	ResourceId
	1..1
	RO
	The identifier of this metrics reporting configuration, unique within the scope of the parent Provisioning Session.
The value shall be the same as the corresponding identifier provisioned at reference point M1 (see clause 8.10.3.1).
	

	
	[bookmark: _MCCTEMPBM_CRPT71130474___2]serverAddresses
	[bookmark: _MCCTEMPBM_CRPT71130475___7]array(AbsoluteUrl)
	1..1
	RO
	A list of Media AF addresses to which metrics reports shall be sent. See NOTE.
Each address shall be an opaque base URL, following the format specified in clause 7.1.3 up to and including the {apiVersion} path element.
	

	
	scheme
	Uri
	1..1
	RO
	A URI identifying the metrics scheme that metrics reports shall use (see clause 5.2.10).
	

	
	[bookmark: _MCCTEMPBM_CRPT71130476___2]dataNetworkName
	[bookmark: _MCCTEMPBM_CRPT71130477___7]Dnn
	0..1
	RO
	The name of the Data Network which shall be used to send metrics reports.
If not specified, the default DN shall be used.
	

	
	reportingStartOffset
	DurationSec
	0..1
	RO
	The time offset (expressed in seconds) from the start of a media delivery session when the Media Client is required to begin submitting metrics reports.
If omitted, the value of this parameter is assumed to be zero, i.e., directing the Media Client to start reporting metrics from the start of the media delivery session.
	

	
	reportingDuration
	DurationSec
	0..1
	RO
	The period of time (expressed in seconds) measured relative to the reporting start point, after which the Media Client is required to stop reporting metrics.
If omitted, reporting is required to continue until the end of the media delivery session.
	

	
	[bookmark: _MCCTEMPBM_CRPT71130478___2]reportingInterval
	[bookmark: MCCQCTEMPBM_00000033]DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between metrics reports being sent by the Media Session Handler. The value shall be greater than zero.
When this property is omitted, a single final report shall be sent immediately after the media streaming session has ended.
	

	
	[bookmark: _MCCTEMPBM_CRPT71130479___2]samplePercentage
	[bookmark: _MCCTEMPBM_CRPT71130480___7]Percentage
	1..1
	RO
	The percentage of media delivery sessions that shall report QoE metrics, expressed as a floating point value between 0.0 and 100.0.
	

	
	[bookmark: _MCCTEMPBM_CRPT71130481___2]urlFilters
	[bookmark: _MCCTEMPBM_CRPT71130482___7]array(string)
	0..1
	RO
	A non-empty list of Media Entry Point URL patterns for which QoE metrics shall be reported. The format of each pattern shall be a regular expression as specified in [ECMA262].
If not specified, reporting shall be done for all media delivery sessions.
	

	
	samplingPeriod
	DurationSec
	1..1
	RO
	The time interval the Media Client should wait between sampling the QoE metrics specified by this metrics reporting configuration.
	

	
	[bookmark: _MCCTEMPBM_CRPT71130483___2]metrics
	[bookmark: _MCCTEMPBM_CRPT71130484___7]array(string)
	1..1
	RO
	A list of QoE metrics which shall be reported.
If empty, the complete (or default if applicable) set of metrics associated with the specified scheme shall be collected and reported.
	

	networkAssistance‌Configuration
	[bookmark: _MCCTEMPBM_CRPT71130485___7]object
	0..1
	RO
	Present if Network Assistance is provisioned in the parent Provisioning Session.
	DOWNLINK,
UPLINK

	
	[bookmark: _MCCTEMPBM_CRPT71130486___2]serverAddresses
	[bookmark: _MCCTEMPBM_CRPT71130487___7]array(AbsoluteUrl)
	1..1
	RO
	A list of Media AF addresses (URLs) that offer the APIs for AF-based Network Assistance at reference point M5. See NOTE.
Each address shall be an opaque URL, following the format specified in clause 7.1.3 up to and including the {apiVersion} path element.
	

	client‌EdgeResources‌Configuration
	object
	0..1
	RO
	Present only for Provisioning Sessions with client-driven edge computing management mode provisioned.
	DOWNLINK,
UPLINK

	
	eligibilityCriteria
	Edge‌Processing‌Eligibility‌Criteria
	0..1
	RO
	Conditions for activating edge resources for media delivery sessions in the scope of the parent Provisioning Session. (See clause 7.3.3.8.)
	

	
	easDiscoveryTemplate
	EAS‌Discovery‌Template
	1..1
	RO
	A template for the EAS discovery filter that shall be used by the EEC to discover and select a Media EAS instance to serve media delivery sessions at reference point M4 in the scope of the parent Provisioning Session. (See clause 9.2.3.2.)
	

	
	easRelocation‌Requirements
	M5EAS‌Relocation‌Requirements
	0..1
	RO
	EAS relocation tolerance and requirements.
If absent, the EEC shall assume that relocation is tolerated by all Media EAS instances in the scope of the parent Provisioning Session. (See clause 9.2.3.3.)
	

	NOTE:	In deployments where multiple instances of the Media AF expose the Media Session Handling APIs at reference point M5, the 5G System may use a suitable mechanism (e.g., HTTP load balancing or DNS-based host name resolution) to direct requests to a suitable Media AF instance.
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