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	1st Change


6.2.5 Device capabilities signalling
The device capabilities shall be signalled using the format defined in Table 6.2.5-1.

Table 6.2.5-1 – Devie capabilities exchange format
	Name
	Cardinality
	Description

	deviceCapabilities
	0..1
	Device capabilities including the supported device profiles and optionally the detailed capabilities.

	deviceType
	0..N	Comment by Emmanuel Thomas: Shouldn’t we make this 1..N?

There reason is that if you support MeCAR but no device type, this seems contradictory. I don’t see a valid use case for that.
	Device type identifier. The device type identifiers are listed in Annex X.

	deviceDetailedCapabilities
	0..1
	Device detailed capabilities, including the optional codecs and capabilities that are not defined in deviceType.	Comment by Emmanuel Thomas: About this, it needs to be clear how it works when you have device type plus details.

My understanding is that whatever you signal here goes on top of the predetermined set of capabilities coming from the device type.

Meaning with device type signalled above, you don’t need to repeat capabilities that are already part of the supported device type.

	    videoDecoding
	1
	Video decoding capabilities.

	       decoder
	0..N
	List of supported decoders

	          id
	1
	name of decoder

	          concurrent_instances
	1
	number of concurrent instances

	         decoderInterface	Comment by Emmanuel Thomas: What is the format of this parameter?

I imagine we would need a table with defined values for this. 
	1
	Decoder interface capabilities

	    videoEncoding
	1
	Video encoding capabilities.

	       encoder
	1
	List of supported encoders

	           id
	1
	name of encoder

	          concurrent_instances
	1
	number of concurrent instances

	    audioDecoding
	0..N
	Audio decoding capabilities.

	       decoder
	1
	List of supported decoders

	           id
	1
	name of decoder

	          concurrent_instances
	1
	number of concurrent instances

	       decoderInterface
	1
	Decoder interface capabilities

	    audioEncoding
	1
	Audio encoding capabilities.

	       encoder
	0..N
	List of supported encoders

	           id
	1
	name of encoder

	          concurrent_instances
	1
	number of concurrent instances

	xrRuntime
	0..1
	Capabilities of the device XR runtime

	    profile	Comment by Emmanuel Thomas: Is it a MeCAR or external profile?
	0..N
	the supported profile URI

	    extensions
	0..N
	Name of the supported extension

	sceneManager
	0..1
	Capabilities of the device scene manager

	    profile
	0..N
	the supported profile URI




	2nd Change


[bookmark: _Toc134709904][bookmark: _Toc151122919]7.4	Capability exchange
The capabilities of the device is captured in the data structure defined in 6.2.5 and is communicated with the network.
