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[bookmark: _Hlk109550030]1	Overall description
[bookmark: _Hlk109550148]As per TS 23.247: 
6.19	Support of Broadcast MBS Session Intended for NR RedCap UEs
The "NR RedCap UE Information" parameter is provided by the AF to the NEF/MBSF and the MB-SMF as part of MBS Session Creation. The MB-SMF then forwards the "NR RedCap UEs Information" parameter in N2 SM Information to the NG-RAN via the AMF in MBS Session Start procedure defined in clause 7.3.1.
The "NR RedCap UE Information" parameter may be updated by the AF to the NEF/MBSF and the MB-SMF as part of MBS Session Update. The MB-SMF then forwards the updated information to the NG-RAN via the AMF in MBS Session Update procedure defined in clause 7.3.3.
Question 1: Does the above requirement defined by SA2 related to "NR RedCap UE Information" parameter provisioning by the AF for the MBS session using NEF service operation (TS 23.247, clause 9.4.3.2), also applies during MBS application provider provisioning of MBS Distribution Sessions within MBS User Data Ingest Session at MBSF using MBSF service operation (TS 26.502, clause 7.2.3.1)?
Question 2: If yes, will SA4 update MBSF related service operations defined in TS 26.502 accordingly? Or use the reference to TS 23.247 requirements as applicable to MBSF? 
2	Actions
To SA4
ACTION: 	CT3 kindly asks SA4 to answer the above questions and update the SA4 specifications, if necessary.
3	Dates of next TSG CT WG 3 meetings
CT3 Meeting calendar can be found at:
https://www.3gpp.org/dynareport?code=Meetings-C3.htm
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