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<START CHANGE 1>
5.2.2
Video

MTSI clients in terminals offering video communication shall support:

-
ITU-T Recommendation H.263 [22] Profile 0 Level 45.

<CUT TEXT>
NOTE 6:
If video is used in a session, an MTSI client in terminal should offer at least one video stream with a picture aspect ratio in the range from 0.7 to 1.4. For all offered video streams, the width and height of the picture should be integer multiples of 16 pixels. For example, 224x176, 272x224, and 320x240 are image sizes that satisfy these conditions.
NOTE 7: 
A Temporal-Spatial Trade-off Request [43] may be sent, requesting a sender to change its trade-off between temporal and spatial resolution.  Changing spatial resolution refers here primarily to changing the image quality (detail resolution) rather than pixel resolution.  Support of Temporal-Spatial Trade-off Requests implies support of more than one temporal/spatial operating point.  
<END CHANGE 1>
<START CHANGE 2>
7.3.3
Video

MTSI clients offering video shall support AVPF (RFC 4585 [40]) configured to operate in early mode. The behaviour can be controlled by allocating enough RTCP bandwidth using "b=RR:" and "b=RS:" (see section 7.3.1) and setting the value of "trr-int".

MTSI clients offering video shall support transmission and reception of AVPF NACK messages, as an indication of non-received media packets. MTSI terminals offering video shall also support reception of AVPF Picture Loss Indication (PLI). An MTSI client receiving NACK or PLI should take appropriate action to improve the situation for the MTSI client that sent NACK or PLI, although no action is mandated nor specified. Note that by setting the bitmask of following lost packets (BLP) the frequency of transmitting NACK can be reduced, but the repairing action by the MTSI client receiving the message can be delayed correspondingly.
The Temporary Maximum Media Bit-rate Request (TMMBR) and Temporary Maximum Media Bit-rate Notification (TMMBN) messages of Codec-Control Messages (CCM) [43] shall be supported by MTSI clients in terminals supporting video. The TMMBR notification messages along with RTCP sender reports and receiver reports are used for dynamic video rate adaptation. See clause 10.3 for usage and Annexes  B and C for examples of bitrate adaptation.

MTSI clients supporting video shall support Full Intra Request of CCM [43].
MTSI clients supporting video should support Temporal-Spatial Trade-off Request and Notification messages defined in CCM [43].

<END CHANGE 2>
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