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-------------------------------------START OF MODIFIED CLAUSE--------------------------------
7
Narrowband telephony transmission performance test methods

7.1
Applicability

The test methods in this clause shall apply when testing a UE that is used to provide narrowband telephony, either as a stand-alone service, or as part of a multimedia service.

7.2
Overall loss/loudness ratings

-------------------------------------END OF MODIFIED CLAUSE--------------------------------
-------------------------------------START OF MODIFIED CLAUSE--------------------------------
7.5.2
Headset UE

The test signal to be used for the measurements shall be the British-English single talk sequence described in ITU-T Recommendation P.501 [22]. The spectrum of the acoustic signal produced by the artificial mouth is calibrated under free-field conditions at the MRP. The test signal level shall be -4,7 dBPa measured at the MRP. The test signal level is calculated over the complete test signal sequence.

Measurements shall be made at 1/12-octave intervals as given by the R.40 series of preferred numbers in ISO 3 for frequencies from 100 Hz to 8 kHz inclusive. For the calculation, the averaged measured level at each frequency band (ITU-T Recommendation P.79 [16], table 4, bands 4 to 17) is referred to the averaged test signal level measured in each frequency band.

-------------------------------------END OF MODIFIED CLAUSE--------------------------------
-------------------------------------START OF MODIFIED CLAUSE--------------------------------
8
Wideband telephony transmission performance test methods

8.1
Applicability

The test methods in this clause shall apply when testing a UE that is used to provide wideband telephony, either as a stand-alone service, or as part of a multimedia service.

The application force used to apply the handset against the artificial ear shall be 8 ± 2 N. For the headset case, the application of the headset shall comply with ITU-T Recommendation P.57 [14].
8.2
Overall loss/loudness ratings

-------------------------------------END OF MODIFIED CLAUSE--------------------------------
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