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1
Decision/action requested

The group is asked to discuss and agree on the proposed text.
2
References

[1]
TR 32.862 V0.4.0 Telecommunication management; Study on Key Quality Indicators (KQIs) for service experience (Release 13)
3
Rationale

Provide basic scenario with proposed KQIs for MMS.
4
Detailed proposal
	1st proposed change


5 KQI Scenarios

5.x
Mobile MMS KQI Scenarios and Definitions

For MMS service in a mobile network two separate processes must be investigated:

· The Sending MMS process

· The Receiving MMS process


5.x.1
Sending MMS KQI Scenario and Definition


The Sending MMS process in a mobile network includes two phases:

· Access phase:
This phase indicates connection setup between a UE and a mobile network (RAN + CN), including RRC connection setup, RAB connection setup, and PDP activation. If a connection has already been set up between a UE and a mobile network, the access phase is not required when the UE initiates a sending MMS request.
· MMS sending phase 
The phase from starting up MMS sending to MMS sending completion.

The KQIs are classified into accessibility and integrity categories to reflect user experience for Sending MMS.
.

	KQI Category
	KQI
	Definition

	Accessibility
	EmNetwork Login Success Rate (%)
	Indicates the probability of successful network login.

	
	Mobile Network Login Delay (s)
	Indicates the delay of successful network login.

	Integrity
	MMS Send Success Rate (%)
	Indicates the probability of successful MMS sending.

	
	MMS Send Data Transmission Duration (s)
	Indicates the duration from the time a user sends an MMS to the time the MMS is successfully sent.

	
	MMS Send Data Throughput Average (kbit/s)
	Indicates the average data transmission rate for MMS sending


5.x.2
Receiving MMS KQI Scenario and Definition


The Receiving MMS process in a mobile network includes two phases:

· Access phase:
This phase indicates connection setup between a UE and a mobile network (RAN + CN), including RRC connection setup, RAB connection setup, and PDP activation. If a connection has already been set up between a UE and a mobile network, the access phase is not required when the UE initiates a receiving MMS request.
· MMS receiving phase
The phase from MMS receiving starting to MMS receiving completion.

The KQIs are classified into accessibility and integrity categories to reflect user experience for Receiving MMS.
	KQI Category
	KQI
	Definition

	Accessibility
	Mobile Network Login Success Rate (%)
	Indicates the probability of successful mobile network login.

	
	Mobile Network Login Delay (s)
	Indicates the delay of successful mobile network login.

	Integrity
	MMS Receive Success Rate (%)
	Indicates the probability of successful MMS receiving.

	Step 1 
	MMS Receive Data Transmission Duration (s)
	Indicates the duration from the time a user starts receiving an MMS to the time the MMS is successfully received.

	Step 2 
	MMS Receive Data Throughput Average (kbit/s)
	Indicates the average data transmission rate for MMS
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