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1
Decision/action requested

The group is asked to discuss and agree on the use case.
2
References
[REF-A]
TR 32.842 “Telecommunication management; Study on network management of Virtualized Networks” v1.3.0.
[REF-B]
TS 28.500 “Telecommunication management; Management concept, architecture and requirements for mobile networks that include virtualized network functions” v0.1.0.

[REF-C]
S5-15XXXX “Add business use case for virtualization deployment healing triggered by management system”.

[REF-D]
S5-15XXXX “Add business use case for VNF instance scaling through operation request by management system”.

[REF-E]
S5-15XXXX “Add business use case for notifications about VNF lifecycle changes”. 

3
Rationale

Based on the business use cases for:

- virtualization deployment healing triggered by management system [REF-C].
- VNF instance scaling through operation request by management system [REF-D], and

- notifications about VNF lifecycle changes [REF-E].

It is proposed to add related business-level requirements.

4
Detailed proposal

It is proposed to make the following changes to TS 28.500 [REF-B]. 
	1st proposed change


5.1.2 
FM requirements
The following requirements apply to a virtualized network function that corresponds to an entity of a 3GPP system:
REQ-MAMO-FM-CON-1 The virtualized deployment of a faulty virtualized network function shall be able to be recovered.
REQ-MAMO-FM-CON-2 3GPP management shall be able to request recovering the virtualised deployment of a faulty virtualized network function to VNFM. 
	2nd proposed change


5.1.5 
LCM requirements

The following requirements apply to a virtualized network function that corresponds to an entity of a 3GPP system:
REQ-MAMO-LCM-CON-1 The capacity of a virtualized network function shall be able to be increased/decreased by scaling (expanding/contracting) the VNF.
REQ-MAMO-LCM-CON-2 3GPP management shall be able to request scaling a virtualized network function to VNFM.
REQ-MAMO-LCM-CON-3 3GPP management shall be able to monitor the lifecycle status and changes of virtualized network functions. 
