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6.5.1.3
1 3GPP Work Plan status

Percentage of completion: [TBD on the OAM closing plenary]% (previously 20%)

Estimated completion date: SA#74 – Dec 2016
Other information (WID update, Rapporteur change, etc): none
2 Technical Progress status

Summary of progress:
· The group discussed business level use case on NFVI maintenance coordination and use case for alarm handling in the context of NFV.

· The group discussed several procedure flow proposals on NE alarm correlation in the context of NFV, virtualization-specific aspect failure detection and notification, and VNF healing through operation request to VNFM by EM.
· The group agreed the skeleton of stage 2 specification.
· The group discussed the VNF alarm reporting stage 2 description on Itf-N.
Outstanding issues: None.
3 Minutes

The RG session was held on <25 May. 2016, Quarter 3>.
	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-163092
	pCR TS 28.515 Add business level use case on NFVI maintenance coordination
NTT: is it an new interface will be provided by NFVO? 

N: this is UC, we try to avoid solution.
E: NM has to give the permission would need to be discussed carefully. This situation is valid?
C: why VNFM send the maintenance req to NFVO?
N: ok to change to notification
->315
Conclusion:
	Nokia, Alcatel-Lucent Shanghai Bell

	S5-163196
	pCR TS 28.515 Adding use case Alarm handling in the context of NFV
E: It is NE or virtualized NE?
H: we use NE in the context of NFV according to the comment got at last meeting to ask to change virtualized NE.

E: How EM gets VNF application alarm(s) of a faulty NE?
I: Step 3 convey needs wording change to convert, step 4 and 2 all the VR?
NTT: convert, alarm info same, step 2 is not O.
E: remove “new”, stp2 VNFM detects VR …, stp3 EM reports app/VR alarm to NM, no need to talk about format, stp 4 is not needed , stp 2/3 is M
C: for req have wording proposal, offline
N: EM gets VNF application alarm(s) of a faulty NE, change get to detect

Req:VNF instance related 

->314 

Conclusion:
	Huawei

	S5-163197
	pCR TS 28.516 Adding procedure flow of NE alarm correlation in the context of NFV
Add ref to IFA 008.

Change to VNF instance alarms related to VR.

->316

Conclusion:
	Huawei

	S5-163198
	pCR TS 28.516 Adding procedure flow of virtualization-specific aspect failure detection and notification
Add Ref.

Step 5 needs change to align with IFA 008 text

Editor note
->317

Conclusion:
	Huawei

	S5-163199
	pCR 28.516 Adding procedure of VNF healing through operation request to VNFM by EM
LOO is not in step3 but in step4 and 6
Step3 use IFA ref and words

Step5 needs wording change

Start from step2

Add a new step for VNFM responds to EM

->318
Conclusion:
	Huawei

	S5-163202
	Draft TS 28.517 Skeleton proposal
Table in annex needs update according to the latest template.
->319
Conclusion: approved.
	Huawei

	S5-163209
	pCR TS 28.517 Adding content for introduction and scope
Wording change in scope.

->320

Conclusion:
	Huawei

	S5-163213
	pCR TS 28.517 Adding VNF alarm reporting stage 2 description on Itf-N
N: Add general description for reusing AlarmIRP for Itf-N.
H: In case there are new operations needed for VNF alarm, they can be added as delta in the clause.
->321

Conclusion: 


	Huawei
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