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1
Discussion
This is a pCR about basic principle for offline charging to TS 32.254.
2
References

[1]
3GPP TS 32.254 "Northbound Application Program Interfaces (APIs) for exposure function interworking charging".     

3
Rationale

This pCR proposes to introduce the basic principle for offline charging for NAPS in TS 32.254 "Northbound Application Program Interfaces (APIs) for exposure function interworking charging". 
4
Detailed proposal

Propose to incorporate the following change into the skeleton for TS 32.254[1].   
	First change


5.2
Northbound API offline charging scenarios
5.2.X
Basic principles

If charging is supported by an SCEF, it shall be able to collect charging information per T8 transaction. 
The SCS/AS is identified by the SCS Identifier, which T8 transaction between SCEF and SCS/AS can be determined by a T8 Transaction Reference ID (TTRI) and T8 Long Term Transaction Reference ID (TLTRI). The Identifers are stored on both the SCEF and the SCS/AS for the duration of the transaction.

The following chargeable events are defined for SCEF charging for all Northbound APIs:

-
Northbound API invocation/ notification per T8 transaction. 

-
Expiry of an operator configured time limit per T8 transaction. 

-
Expiry of an operator configured Northbound API invocation limit per T8 transaction.
Management intervention may also force trigger a chargeable event.
Editor's Notes: The chargeable events for CDR addtion for API invocation/notification is FFS.
Editor's Notes: It is need to identify the subscriber. 
	End of changes


