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***** Start of Change *****
[bookmark: _Toc19888550]6.3.3.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	serviceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	sST
	M
	T
	T
	F
	T

	availability
	M
	T
	T
	F
	T

	mMTELIndicator
	O
	T
	T
	F
	T

	sSCModeSupport
	CM
	T
	T
	F
	T



***** Next Change *****
[bookmark: _Toc19888551]6.3.3.3	Attribute constraints
None.
	Name
	Definition

	sSCModeSupport
	Condition: For mMTELIndicator set to 1, the value of sSCModeSupport must be set to 1



***** Next Change *****

[bookmark: _Toc19888555]6.3.4.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	sliceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	mMTELIndicator
	O
	T
	T
	F
	T

	sSCModeSupport
	CM
	T
	T
	F
	T


[bookmark: _Toc19888556]
***** Next Change *****

6.3.4.3	Attribute constraints
None.
	Name
	Definition

	sSCModeSupport
	Condition: For mMTELIndicator set to 1, the value of sSCModeSupport must be set to 1



***** End of Changes *****
