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	1st Change



[bookmark: _Toc58596486][bookmark: _Toc44603366][bookmark: _Toc36041253][bookmark: _Toc27561291][bookmark: _Toc20312231]4	Management service template (stage 1)
[bookmark: _Toc58596487][bookmark: _Toc44603367][bookmark: _Toc36041254][bookmark: _Toc27561292][bookmark: _Toc20312232]4.1	General
This template shall be used for the production of all requirement specifications for management and orchestration of 3GPP networks.This template is mainly based on the requirements template (mainly Annex A) in the ITU-T M.3020 recommendation [4] and shall be used for the production of all requirement specifications for management and orchestration of 3GPP networks. The template contains two options: Option 1 specified in subclause 4.2, which shall be used for all high-level requirement specifications for management and orchestration of 3GPP networks, and option 2 specified in subclause 4.3, which shall be used for all Management Services (MnS) specific requirement specifications. When option 1 is selected for the production of high level requirement specifications, either the template for Business level requirements (R4.b), the template for Specification level requirements (R4.c) or both are used.
Instructions in italics below shall not be included in the requirements specifications.
The introductory clauses (from clause 1 to clause 3) for the requirements TS should be taken from the 3GPP TS template (i.e. not this requirements template). 
Use the "Heading x" paragraph style for clause and sub-clauses in the Requirements TS.
Usage of fonts shall be according to the 3GPP drafting rules in TR 21.801 [5] for a TS (with some basic examples given in the 3GPP TS template).
[bookmark: _Toc58596488][bookmark: _Toc44603368][bookmark: _Toc36041255][bookmark: _Toc27561293][bookmark: _Toc20312233]4.2	Template for high-level requirement specifications 

R4		Management capabilityservice name
The Mmanagement capabilityservice name above shall be replaced with the name of the management capabilityManagement Service (MnS) which is to be specified."
R4.a		DescriptionConcepts and background
For production of the contents of this clause, describe the general information of management capability. follow the template instructions in ITU-T M.3020 [4] subclause A.2, template clause "1     Concepts and background".
R4.b           Use cases
[bookmark: _GoBack]For production of the contents of this clause, describe the motivation for one or more of the requirements in R4.c (referring to the requirement label(s)). The use case is not to clarify how to use a certain feature, detailed sequence diagrams are not needed as use case. The use case is to describe what are the benefits of the capability, what it is good for. 
R4.bc		Business level rRequirements
For production of the contents of this subclause, describe the management capability requirements. Each requirement shall have a requirement label. 
Editor’s Notes: The format of the requirement label should align with 3GPP-wide labels if there is any decision on that (currently under SA discussion).

follow the template instructions in ITU-T M.3020 [4] subclause A.2, template clause "2     Business level requirements".
Note on the Use case template: All occurrences of "(*)" in the first column "Use Case Stage" of the Use case template in table A.2, as well as the last row with a NOTE at the end of the table, shall not be included in the requirements TS as these are only template instructions to the TS author. For example, "Goal(*)" shall be converted to "Goal" in the TS. Likewise, for all occurrences of "(M|O)", a choice of M or O shall be made, leaving it as either "(M)" or "(O)" in the TS. For example, "Step n (M|O)" shall be converted to "Step n (M)" or "Step n (O)" in the TS.
R4.c		Specification level requirements
For production of the contents of this subclause, follow the template instructions in ITU-T M.3020 [4] subclause A.2, template clause "3     Specification level requirements".
Note on the Use case template: All occurrences of "(*)" in the first column "Use Case Stage" of the Use case template in table A.2, as well as the last row with a NOTE at the end of the table, shall not be included in the requirements TS as these are only template instructions to the TS author. For example, "Goal(*)" shall be converted to "Goal" in the TS. Likewise, for all occurrences of "(M|O)", a choice of M or O shall be made, leaving it as either "(M)" or "(O)" in the TS. For example, "Step n (M|O)" shall be converted to "Step n (M)" or "Step n (O)" in the TS.
[bookmark: _Toc58596489][bookmark: _Toc44603369][bookmark: _Toc36041256][bookmark: _Toc27561294][bookmark: _Toc20312234]4.3	Template for Management service specific requirement specifications

R4		Management service name
The Management service name above shall be replaced with the name of the Management Service (MnS) which is to be specified.
R4.1		Concepts and background
For production of the contents of this clause, follow the template instructions in ITU-T M.3020 [4] subclause A.3, template clause "1     Concepts and background".
R4.2		Requirements
For production of the contents of this subclause, follow the template instructions in ITU-T M.3020 [4] subclause A.3, template clause "2     Requirements".
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