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	Add CHF set and CHF service set is supported   

Add CHF instance and CHF service instance in the description with NRF framework.
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5G Charging Function supports to interact with NRF, as specified in clause 7.1 of TS 23.501 [201] and clauses 4.17 and 5.2.7 of TS 23.502 [202] to enable following functionalities:
-	CHF instance(s) registration, CHF service(s) instance(s) registration in a CHF instance.
-	CHF instance(s) update, CHF service(s) instance(s) update in a CHF instance. 
-	CHF instance(s) deregistration.
-	CHF instance(s) and CHF service(s) instance(s) discovery by CHF service consumer. 
The services specified in clause 7.2.6 TS 23.501 [201] may be used and the interaction is described in TS 29.510 [300]:
-	Nnrf_NFManagement.
-	Nnrf_NFDiscovery.
-	Nnrf_AccessToken. 
The Nnrf_NFManagement_NFRegister service invoked by CHF for CHF instance(s) and CHF service(s) instance(s) registration described in the TS 29.510 [300] may include in particular:
-	Range(s) of SUPIs.
-	Range(s) of GPSIs.
-	Range(s) of PLMNs.
-	CHF Group ID.
These parameters may also be used by CHF service consumer(s) invoking the Nnrf_NFDiscovery service for the CHF instance(s) and CHF service(s) instance(s) discovery. 
The concept of CHF Set and CHF Service Set as per clause 5.21.3 TS 23.502 [202] is supported for CHF instance(s) and CHF service(s) instance(s).  
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