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	Reason for change:
	The naming convention for data Type is UpperCamel. Some occurences of data types not following this naming convention are still present.

	
	

	Summary of change:
	Align all data type names to the UpperCamel convention.

	
	

	Consequences if not approved:
	Definitions are not consistent.
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	First modification



[bookmark: _Toc44001570][bookmark: _Toc51581171][bookmark: _Toc52356434][bookmark: _Toc55228004][bookmark: _Toc74329260]12.2.1.4.1a.10	Type MergePatchClearAlarm
Table 12.2.1.4.1a.10-1: Definition of type MergePatchClearAlarm
	Attribute name
	Data type
	Description
	S

	clearUserId
	clearUserId-Type
	User clearing an alarm
	M

	clearSystemId
	clearSystemId-Type
	System clearing an alarm
	O

	perceivedSeverity
	type string, enum "CLEARED"
	Indicates the perceivedSeverity shall be set to "CLEARED"
	M



	Next modification



[bookmark: _Toc20494850][bookmark: _Toc26975918][bookmark: _Toc35856798][bookmark: _Toc44001672][bookmark: _Toc51581239][bookmark: _Toc52356502][bookmark: _Toc55228072][bookmark: _Toc74329328]12.3.1.2.4.6.3	Enumeration PerfNotificationTypes
Table 12.3.1.2.4.6.3-1: Enumeration PerfNotificationTypes-Type
	Enumeration value
	Description

	notifyThresholdCrossing
	Notification type is notifyThresholdCrossing



	End of modifications




