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1	Decision/action requested
[bookmark: OLE_LINK24]The group is asked to discuss and approval.
2	References
[bookmark: OLE_LINK43][bookmark: OLE_LINK44][1]	3GPP draft TS 28.312: “Management and orchestration; Intent driven management services for mobile networks v0.1.0”.
[bookmark: OLE_LINK11][bookmark: OLE_LINK9][2]	3GPP TR 28.812: “Study on scenarios for Intent driven management services for mobile networks v17.1.0”.
3	Rationale
When there are multiple intents, an intent may have some relationship with other intents, e.g. an intent may be equal to anther intent, an intent may be conflict with another intent. Considering that the multiple intents can be requested by different MnS Consumers and responded by different MnS Producers, the intent database or some other function that manages the multiple intents is necessary to store the intent MOI and determine the intent relationship. 
Therefore, when MnS producer analyses the goal of received intent and corresponding solutions, it will query the intent database. The information in the intent database helps generate the solutions,  for example, if there exists a conflict intent in the intent database, the new solution may be a trade-off  between the two intents, or if  there exists a same or similar intent in the intent database, the new solution may learn from the old one.  
4	Detailed proposal
Add intent database query requirements for use cases of intent driven management.
Page 1


	1st modified section


[bookmark: _Toc72396724][bookmark: _Toc20132203][bookmark: _Toc27473238][bookmark: _Toc35955891][bookmark: _Toc44491855][bookmark: _Toc27473632][bookmark: _Toc35956310][bookmark: _Toc44492320]5.1.1.1.2	Requirements
[bookmark: OLE_LINK8]REQ-Intent_Deploy_Net-CON-1 The intent driven MnS shall have capability enabling MnS consumer to express intent for radio network provisioning for specified area to MnS producer.
REQ-Intent_Deploy_Net-CON-2 The intent driven MnS shall have capability enabling MnS consumer to obtain fulfilment information of intent of radio network provisioning.
REQ-Intent_Deploy_Net-CON-3 The intent driven MnS shall have capability enabling MnS provider to query the intent database.
	Next modification


[bookmark: _Toc72396727][bookmark: _Toc44492410]5.1.1.2.2	Requirements
REQ-Intent_Deploy_Sev-CON-1 The intent driven MnS shall have capability enabling MnS consumer to express intent for radio service provisioning for specified area to MnS producer.
REQ-Intent_Deploy_Sev-CON-2 The intent driven MnS shall have capability enabling MnS consumer to obtain fulfilment information of intent of service network provisioning.
REQ-Intent_Deploy_ Sev -CON-3 The intent driven MnS shall have capability enabling MnS provider to query the intent database.
	Next modified section



[bookmark: _Toc72396734]5.1.2.1.2	Requirements 
REQ-Intent_Opt_Cov-CON-1 The intent driven MnS shall have capability enabling MnS consumer to express intent of coverage optimization for specified area to MnS producer.
REQ-Intent_Opt_Cov-CON-2 The intent driven MnS shall have capability enabling MnS consumer to obtain fulfilment information of coverage optimization. 
REQ-Intent_ Opt_Cov -CON-3 The intent driven MnS shall have capability enabling MnS provider to query the intent database.
	Next modified section



[bookmark: _Toc72396737]5.1.2.2.2	Requirements
REQ-Intent_Opt_Thp-CON-1 The intent driven MnS shall have capability enabling MnS consumer to express intent of RAN UE throughput optimization for specified area to MnS producer.
REQ-Intent_Opt_Thp-CON-2 The intent driven MnS shall have capability enabling MnS consumer to obtain fulfilment information of intent for RAN UE throughput optimization. 
REQ-Intent_ Opt_Thp -CON-3 The intent driven MnS shall have capability enabling MnS provider to query the intent database.
	End of modified section
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