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The measurement names defined in the present document are all beginning with a prefix containing the measurement family name. This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration.
The list of families currently used in the present document is as follows:
-	DRB (measurements related to Data Radio Bearer).
-	RRC (measurements related to Radio Resource Control).
-	UECNTX (measurements related to UE Context).
-	RRU (measurements related to Radio Resource Utilization).
-	RM (measurements related to Registration Management).
-	SM (measurements related to Session Management).
-	GTP (measurements related to GTP Management).
-	IP (measurements related to IP Management).
-	PA (measurements related to Policy Association).
-	MM (measurements related to Mobility Management).
-	VR (measurements related to Virtualized Resource).
-	CARR (measurements related to Carrier).
-	QF (measurements related to QoS Flow).
-	AT (measurements related to Application Triggering).
-	SMS (measurements related to Short Message Service).
-	PEE (measurements related to Power, Energy and Environment).
-	NFS (measurements related to NF service).
-	PFD (measurements related to Packet Flow Description).
-	RACH (measurements related to Random Access Channel).
-	MR (measurements related to Measurement Report). 
-	L1M (measurements related to Layer 1 Measurement). 
-	NSS (measurements related to Network Slice Selection).
-	PAG (measurements related to Paging). 
-	NIDD (measurements related to Non-IP Data Delivery).
-	EPP (measurements related to external parameter provisioning).
-	TI (measurements related to traffic influence).
-	CE (measurements related to Connection Establishment).
-	SPP (measurements related to Service Parameter Provisioning).
-	BDTP (measurements related to Background Data Transfer Policy).
-	DM (measurements related to Data Management).
-	BDTP (measurements related to Background Data Transfer Policy).
-	AFQ (measurements related to AF session with QoS).
-	UCM (measurements related to UE radio Capability Management).
-	EEX (measurements related to Event Exposure).
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[bookmark: _Toc20132490][bookmark: _Toc27473560][bookmark: _Toc35956238][bookmark: _Toc44492246][bookmark: _Toc51690173][bookmark: _Toc51750865][bookmark: _Toc51775125][bookmark: _Toc51775739][bookmark: _Toc51776355][bookmark: _Toc58515741][bookmark: _Toc83138142]5.5.x	Event exposure related measurements
5.5.x.1	Event exposure subscribe
5.5.x.1.1	Number of event exposure subscribe requests
a)	This measurement provides the number of event exposure subscribe requests received by the PCF.
b)	CC
c)	Receipt of an Npcf_EventExposure_Subscribe request by the PCF from an NF consumer (e.g., NEF) (see 3GPP TS 23.502 [7]).
d)	An integer value
e)	EEX.SubscribeReq
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.1.2	Number of successful event exposure subscribe
a)	This measurement provides the number of successful event exposure subscribe at the PCF.
b)	CC
c)	Transmission of an Npcf_EventExposure_Subscribe response by the PCF to an NF consumer (e.g., NEF) indicating a successful event exposure subscribe (see TS 29.507 [39]).
d)	An integer value
e)	EEX.SubscribeSucc
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.1.3	Number of failed event exposure subscribe
a)	This measurement provides the number of failed event exposure subscribe at the PCF.
b)	CC
c)	Transmission of an Npcf_EventExposure_Subscribe response by the PCF to an NF consumer (e.g., NEF) indicating a failed event exposure subscribe (see TS 29.507 [39]), each message increments the relevant subcounter per failure cause by 1.
d)	An integer value
e)	EEX.SubscribeFail.cause
Where cause indicates the failure cause of the event exposure subscribe.
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.2	Event exposure unsubscription
5.5.x.2.1	Number of event exposure unsubscribe requests
a)	This measurement provides the number of event exposure unsubscribe requests received by the PCF.
b)	CC
c)	Receipt of an Npcf_EventExposure_Unsubscribe request by the PCF from an NF consumer (e.g., NEF) (see 3GPP TS 23.502 [7]).
d)	An integer value
e)	EEX.UnsubscribeReq
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.2.2	Number of successful event exposure unsubscribe
a)	This measurement provides the number of successful event exposure unsubscribe at the PCF.
b)	CC
c)	Transmission of an Npcf_EventExposure_Unsubscribe response by the PCF to an NF consumer (e.g., NEF) indicating a successful event exposure unsubscribe (see TS 29.507 [39]).
d)	An integer value
e)	EEX.UnsubscribeSucc
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.2.3	Number of failed event exposure unsubscribe
a)	This measurement provides the number of failed event exposure unsubscribe at the PCF.
b)	CC
c)	Transmission of an Npcf_EventExposure_Unsubscribe response by the PCF to an NF consumer (e.g., NEF) indicating a failed event exposure unsubscribe (see TS 29.507 [39]), each message increments the relevant subcounter per failure cause by 1.
d)	An integer value
e)	EEX.UnsubscribeFail.cause
Where cause indicates the failure cause of the event exposure unsubscribe.
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.3	Event exposure notification
5.5.x.3.1	Number of event exposure notifications
a)	This measurement provides the number of event exposure notifications sent by the PCF.
b)	CC
c)	Transmission of an Npcf_EventExposure_Notify message by the PCF to an NF consumer (e.g., NEF) (see TS 29.502 [7]).
d)	An integer value
e)	EEX.NotifyNbr
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
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An NF (e.g., NEF or NWDAF) may need to subscribe and get notified about PCF events for a group of UE(s) or any UE accessing a combination of (DNN, S-NSSAI).
The events can be subscribed by a NF consumer from PCF are described in clause 6.1.3.18 of TS 23.503 [46].
The NF consumer may use the events exposed by PCF for controlling the UE, hence the performance of event exposure needs to be monitored.
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