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	1st Modified Section


11.1.1.9
Notification notifyMOIAttributeValueChanges
11.1.1.9.1
Definition
This notification notifies the subscribed consumers that changes of one or several attributes of a Managed Object Instance in the NRM. 

11.1.1.9.2
Input parameters

	Parameter Name
	S
	Information Type / Legal Values
	Comment

	objectClass
	M
	It shall carry the ManagedEntity class name.
	It specifies the class name of the IOC. A network event has occurred in an instance of this class.

	objectInstance
	M
	It shall carry
the DN of the ManagedEntitiy.
	It specifies the existing instance of the above IOC in which the network event related to by carrying the Distinguished Name (DN) for the instance.

	notificationId
	M
	This is an identifier for the notification, which may be used to correlate notifications.
	The identifier of the notification shall be chosen to be unique across all notifications of a particular managed object throughout the time that correlation is significant, it uniquely identifies the notification from other notifications generated by the subject Information Object.


	notificationType
	M
	It specifies the type of provisioning management services related notifications. The value “notifyMOIAttributeValueChange” shall be carried.

	It specifies the type of notification.

	eventTime
	M
	It indicates the MOIAttributeValueChange event time.
	The semantics of Generalised Time specified by ITU-T[17] shall be used here.

	systemDN
	M
	It shall carry the DN of management service providers.
	-

	correlatedNotifications
	CM
	It specifies a set of notifications that are correlated to the subject notification.
	The condition is that the MnS producer support the correlation of notifications

	additionalText
	O
	It can contain further information in text on the event of the ManagedEntity(s).
	-

	sourceIndicator
	O
	ENUM(
Resource_operation,
Management_operation,

SON_operation_D-PCI, 
SON_operation_D-MRO, 
SON_operation_D-LBO, 
SON_operation_C-LBO,
Unknown) 
	This parameter, when present, indicates the source of the operation that led to the generation of this notification. It can have one of the following values:
1. resource operation: The notification was generated in response to an internal operation of the resource;
2. management operation: The notification was generated in response to a management operation applied across the managed object boundary external to the managed object;
3. SON operation D-PCI: The notification was generated as result of distributed PCI configuration SON (Self Organising Network) function.
4. SON operation D-MRO: The notification was generated as result of distributed MRO SON function.
5. SON operation D-LBO: The notification was generated as result of distributed LBO SON function.

6. SON operation C-LBO: The notification was generated as result of centralized LBO SON function.
7. unknown: It is not possible to determine the source of the operation.
Remark: A provisioning MnS provider may not in any case be aware that SON operation lead to the generation of this generation. In this case another value than SON_operation for sourceIndicator might be sent.

	
	
	




	


	attributeValueChange
	M
	LIST OF SEQUENCE <AttributeName, NewAttributeValue,
CHOICE [NULL, OldAttributeValue]>
	The changed attributes (name/value pairs) of the MOI (with both new and, optionally, old values).


11.1.1.9.3
Triggering event

11.1.1.9.3.1
From-state

stateBeforeAttributeValueChange.

	Assertion Name
	Definition

	stateBeforeAttributeValueChange
	The subject attribute has a value at time T1.


11.1.1.9.3.2
To-state

stateAfterAttributeValueChange.

	Assertion Name
	Definition

	stateAfterAttributeValueChange
	The subject attribute has been changed to a value other than the value at time T1.
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