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	1st of Changes


[bookmark: _Toc42758786][bookmark: _Toc42759193][bookmark: _Toc82178517]5.2	QoE reference (M)
The QoE reference parameter specify the network request session. The QoE reference shall be globally unique therefore it is composed as follows:
MCC+MNC+QMC ID, where the MCC and MNC are coming with the trace QMC activation request from the management system to identify one PLMN containing the management system, and QMC ID is a 3 byte Octet String.
The QMC ID is generated by the management system or the operator.
It is used to identify the QoE measurement collection job in the traffic nodes and in the measurement collection centre.
	Next Change



[bookmark: _Toc42758787][bookmark: _Toc42759194][bookmark: _Toc82178518]5.3	PLMN target (CM)
This parameter defines the PLMN for which sessions shall be selected in the network request session in case of area based QMC when several PLMNs are supported in the RAN (this means that shared cells and not shared cells are allowed for the specified PLMN. Furthermore, several PLMNs can be used for not shared RAN cases as well as for shared RAN cases.). Only the sessions may be selected where the PLMN that the UE reports as selected PLMN is the same as the PLMN Target.
Note that the PLMN Target might differ from the PLMN specified in the Network Request Session Id, as that specifies the PLMN that is containing the management system requesting the Trace Network Request Session from the NE.
The parameter is mandatory if network sharing is deployed.

	End of Change



