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1	Decision/action requested
Please approve
2	References
[1]	3GPP TR 28.819 V0.4.0 Study on continuous integration continuous delivery support for 3GPP NFs
3	Rationale
This contribution adds the appropriate reference for NF versioning
4	Detailed proposal
[bookmark: _Toc49757787]This contribution proposes to make the following changes in [1].
Start of changes

[bookmark: _Toc89166855]6.3 Feature selection
An NF upgrade may provide the operator with several new features in the new version of the NF. In such a case it should be possible for the network operator to switch on or off the features that the operator doesn’t wish to use or features that cannot be supported in the operator network due to technical considerations. For example, if Network function gNB-CU is upgraded with features X, Y, Z but feature Y has dependency on the NG interface with 5GC. In this case, only feature X, Z should be tested and enabled in the operational network till the 5GC is also upgraded with feature Y. 
[bookmark: _Toc89166856]6.3.2 Requirements 
REQ-CICD-FS-FUN-1 The 3GPP Management system shall be able to support partial feature testing of the upgraded network functions.
REQ-CICD-FS-FUN-2 The 3GPP Management system shall be able to activate and deactivate certain features of an NF in an operational network.

[bookmark: _Toc89166857]6.3.3 Possible Solutions
[bookmark: _Toc89166858]6.3.3.1 Alternate 1
Each NF has a version number already represented in its NRM as each NF is a child class of the ManagedElement defined in TS28.622. In addition, and associated to the version number, is list of optional features that the appropriate management service (example: provisioning service in an operational environment or the test management service in the testing environment is able to enable or disable). This association can be a part of the NF NRM with a binary state of enabled or disabled on each per feature in the feature list
End of changes
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