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[bookmark: _Toc106204986][bookmark: _Toc106192979]X	Guidelines for using scenario specific intent expectation for intent driven use cases
This clause describes guidelines for using scenario specific intent expectation defined in clause 6.2.2 to satisfy the intent driven use cases defined in clause 5.1. Following table provide the information which ObjectContexts and ExpectationTargets defined in clause 6.2.2 are used for corresponding use case.
Table X-1
	Use case
	Scenario specific IntentExpectation
	ExpectationObject.
ObjectContext
	ExpectationTarget

	Intent containing an expectation for delivering radio network (clause 5.1.1)
	Radio Network Expectation
	[bookmark: MCCQCTEMPBM_00000146]-coverageAreaPolygonContext
- coverageTACContext
- pLMNContext
- nRFqBandContext
- rATContext
	-weakRSRPRatioTarget
- lowSINRRatioTarget
- aveULRANUEThptTarget
- aveDLRANUEthptTarget

	Intent containing an expectation for delivering a service (clause 5.1.3)
	Service Support Expectation
	- edgeIdenfiticationIdContext
- edgeIdenfiticationLocContext
- coverageAreaTAContext
	- dlThptPerUETarget
- UlThptPerUETarget
- dLLatencyTarget
- uLLatencyTarget
- maxNumberofUEsTarget
- activityFactorTarget
- uESpeedTarget

	Intent containing an expectation on coverage performance to be assured (clause 5.1.4)
	Radio Network Expectation
	-coverageAreaPolygonContext
- nRFqBandContext
- rATContext
	-weakRSRPRatioTarget
-lowSINRRatioTarget

	Intent containing an expectation on RAN UE throughput performance to be assured (clause 5.1.5)
	Radio Network Expectation
	-coverageAreaPolygonContext
- nRFqBandContext
- rATContext
	-aveULRANUEThptTarget
-aveDLRANUEthptTarget
-lowULRANUEThptRatioTarget
-lowDLRANUEThptRatioTarget
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