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6.3.2.1.2	Definition of direct edge enabling services charging specific charging information 
Specific charging information used for edge enabling services charging of EAS registration, EAS discovery, ACR, ACR status, AC information, is provided within the Edge Enabling Service Charging Information, specied in TS 23.558 [9] clause 8. May be used detailed information is required, otherwise Edge Enabling Service specific charging information clause 6.3.1.2.1.3 shall be used.
The detailed structure of the Edge Enabling Service Charging Information is described in table 6.3.2.1.2-1, and it reuses the same structure of the "NEF API Charging Information" defined in TS 32.254 [16] table 6.3.1.4.1.
Table 6.3.2.1.2-1: Structure of Direct Edge Enabling Service Charging Information
	Direct Edge Enabling Service Charging Information
	Category
	Description

	External Individual Identifier
	OC
	The identifier of the UE (i.e., GPSI or identity token), see TS 23.558 [9].

	External Group Identifier
	-
	This field is not applicable.

	Internal Group Identifier
	-
	This field is not applicable.

	API Direction
	M
	Described in TS 32.254 [16] table 6.3.1.4.1.

	API Target Network Function
	OC
	This field holds the identifier of the network function or type of server that either is the destination of the API invocation or triggers the notification, see TS 32.254 [16] table 6.3.1.4.1.

	API Result Code
	OC
	Described in TS 32.254 [16] table 6.3.1.4.1.

	API Name
	M
	This field holds the name of the API invoked, see TS 23.558 [9] table 6.7.2-2.

	API Reference
	OC
	This field holds the reference to TS 29.558 [17], either as the TS number and release (e.g., "TS 29.558 Rel-17") or the URI to the specification.

	API Content
	OC
	Described in TS 29.558 [17], see also TS 32.254 [16] table 6.3.1.4.1.
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