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[bookmark: _Toc105662550]6.2a.1.2.1	Charging Data Request message
Table 6.2a.1.2.1.1 illustrates the basic structure of a Charging Data Request message from table 7.1 in TS 32.290 [57] as used for NEF converged charging.
Table 6.2a.1.2.1.1: Charging Data Request message contents 
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Subscriber Identifier
	OM
	Described in TS 32.290 [57], and holds the identifier of the AF

	NF Consumer Identification
	M
	Described in TS 32.290 [57]

	Charging Identifier
	OM
	Described in TS 32.290 [57]

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Retransmission Indicator
	-
	This field is not applicable.

	One-time Event
	OC
	Described in TS 32.290 [57]

	One-time Event Type
	OC
	Described in TS 32.290 [57]

	Retransmission Indicator
	-
	This field is not applicable.

	One-time Event
	OC
	This field indicates, if included, that this is a one-time event and that there will be no update or termination.

	One-time Event Type
	OC
	Described in TS 32.290 [57].

	Notify URI
	OC
	Described in TS 32.290 [57]This field contains URI to which notifications are sent by the CHF. The latest received value shall always be used at notifications.

	Supported Features
	OC
	Described in TS 32.290 [57]

	Triggers
	OC-
	This field is not applicable.This field is described in TS 32.290 [57] and holds the NEF specific triggers described in clause 5.x

	Multiple Unit Usage
	OC
	This field is present when the number of units is beyond one i.e., more than one API invocation, notification, or volume requested or reported.This field contains the parameters for the quota management request and/or usage reporting.

	Rating Group
	M
	Described in TS 32.290 [57]

	Requested Unit
	OC
	Described in TS 32.290 [57]

	Time
	-
	This field is not applicable.

	Total Volume
	OC
	Described in TS 32.290 [57]

	Uplink Volume
	OC
	Described in TS 32.290 [57]

	Downlink Volume
	OC
	Described in TS 32.290 [57]

	Service Specific Units
	OC
	This field is present when the number of requested units is beyond one i.e., more than one API invocation or notification.

	Used Unit Container
	OC
	Described in TS 32.290 [57]

	Service Identifier
	-
	This field is not applicable.

	Quota management Indicator
	OC
	Described in TS 32.290 [57]

	Triggers
	-
	This field is not applicable.

	Trigger Timestamp
	-
	This field is not applicable.

	Time
	-
	This field is not applicable.

	Total Volume
	OC
	Described in TS 32.290 [57]

	Uplink Volume
	OC
	Described in TS 32.290 [57]

	Downlink Volume
	OC
	Described in TS 32.290 [57]

	Service Specific Unit
	OC
	This field is present when the number of used units is beyond one i.e., more than one API invocation, notification.

	Event Time Stamps
	OC
	This field holds the timestamps of the more than one API invocation or notification reported in the Service Specific Units.

	Local Sequence Number 
	OM
	Described in TS 32.290 [57]

	NEF API Charging Information
	OM
	This field holds the NEF API specific information described in clause 6.3.1.4
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6.2a.1.2.2	Charging Data Response message
Table 6.2a.1.2.2.1 illustrates the basic structure of a Charging Data Response message from table 7.2 in TS 32.290 [57] as used for NEF converged charging. 
Table 6.2a.1.2.2.1: Charging Data Response message content
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Result
	OC
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Session Failover
	OC
	Described in TS 32.290 [57]

	Supported Features
	OC
	Described in TS 32.290 [57]

	Triggers 
	-
	This field is not applicable. Not applicable

	Multiple Unit Information
	OC
	This field is present when the number of units is beyond one i.e., more than one API invocation, notification, or volume granted.This field holds the parameters for the quota management information.

	Result Code
	OC
	Described in TS 32.290 [57]

	Rating Group
	OM
	Described in TS 32.290 [57]

	Granted Unit
	OC
	Described in TS 32.290 [57]

	Tariff Time Change
	-
	This field is not applicable.

	Time
	-
	This field is not applicable.

	Total Volume
	OC
	Described in TS 32.290 [57]

	Uplink Volume
	OC
	Described in TS 32.290 [57]

	Downlink Volume
	OC
	Described in TS 32.290 [57]

	Service Specific Units
	OC
	This field is present when the number of granted units is beyond one i.e., more than one API invocation, notification.

	Validity Time
	OC
	Described in TS 32.290 [57]

	Final Unit Indication
	-
	This field is not applicable.

	Time Quota Threshold 
	-
	This field is not applicable.

	Volume Quota Threshold 
	-
	This field is not applicable.

	Unit Quota Threshold 
	-
	This field is not applicable.

	Quota Holding Time
	-
	This field is not applicable.

	Triggers
	-
	This field is not applicable.
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[bookmark: _Toc68016296]6.3.1.3	Supported features 
The Supported features information that is used for Exposure Function API charging is based on the information defined for the supported features mechanism specified in clause 6.5.x 10 of TS  32.299  [50].
The following table defines the features applicable for the feature lists with a Feature-List-ID of 1.
Table 6.3.1.3.1: Features of Feature-List-ID 1 used in Exposure Function API charging 
	Feature bit
	Feature
	Description
	Online/Offline

	0
	NAPS-CH
	This feature indicates the support Exposure Function API charging.
	Both

	Feature bit:	The order number of the bit within the Feature-List AVP where the least significant bit is assigned number "0".
Feature:	A short name that can be used to refer to the bit and to the feature, e.g., "EPS".
Feature in this table is always mandatory since it relates to the charging functionality of a network feature. 
Description:	A clear textual description of the feature.
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[bookmark: _Toc105662562]6.3.1.4.1	Definition of the NEF API Charging Information 
Network Exposure Function API specific charging information is provided within the NEF API Charging Information. The detailed structure of the NEF API Charging Information can be found in table 6.3.1.4.1.
Table 6.3.1.4.1: Structure of the NEF API Charging Information
	Information Element
	Category
	Description

	External Individual Identifier
	OC
	This parameter holds the external Identifier or the MSISDN associated to the GPSI of the individual UE e.g., the GPSI, if available.

	Internal Individual Identifier
	OC
	This parameter holds the internal Identifier of the individual UE e.g., the SUPI.

	External Group Identifier
	OC
	This parameter holds the external identifier for a group of individual UE(s), if available.

	Internal Group Identifier
	OC
	The internal Identifier identifying a group of individual UE(s).

	API Direction
	M
	This field holds the direction to indicate if it is an API invocation from an AF or notification to an AF.

	API Target Network Function
	OC
	This field holds the identifier of the network function that either is the destination of the API invocation or triggers the notification.

	API Result Code
	OC
	This parameter holds the result of API Invocation.

	API Name
	M
	This field holds the name of the API invoked.

	API Operation
	OC
	This field holds the operation of the API invoked e.g., the TTP method, together with detailed description.

	API Reference
	OC
	This field holds the reference to the definition of the format of the API invocation, this can be a URI or refence to the standard where it's specified

	API Content
	OC
	This field holds the actual content of the API invocation, in the format described by the API Reference



Editor's note:	The full list of information elements is FFS.

	Fifth change



[bookmark: _Toc105662565]6.3.4	Detailed message format for converged charging
The Operation types are listed in the following order: I [Initial](Initial) / U (Update)/T [Termination](Termination)/E [event](Event). Therefore, when all Operation types are possible it is marked as IUTE. If only some Operation types are allowed for a node, only the appropriate letters are used (e.g., IUT or E) as indicated in the table heading. The omission of an Operation type for a particular field is marked with "-" (e.g., I-E). Also, when an entire field is not allowed in a node the entire cell is marked as "-".
Table 6.3.4.1 illustrates the basic structure of the supported fields in the Charging Data Request for exposure function API online charging. 
Table 6.3.4.1: Supported fields in Charging Data Request message 
	Information Element
	Node Type
	NEF

	
	Supported Operation Types
	I/T/U/EIUTE

	Session Identifier
	I-TE

	Subscriber Identifier
	I-TE

	NF Consumer Identification
	I-TE

	Charging Identifier
	I-TE

	Invocation Timestamp
	I-TE

	Invocation Sequence Number
	I-TE

	Retransmission Indicator
	---

	One-time Event
	---E

	One-time Event Type
	---E

	Notify URI
	I---

	Supported Features
	I--E

	Service Specification Information
	I-TE

	Triggers
	I-TE

	Multiple Unit Usage
	I-TE

	Rating Group
	I-TE

	Requested Unit
	I---

	Used Unit Container
	I-TE

	NEF API Charging Information

	External Individual Identifier
	I-TE

	Internal Individual Identifier
	I-TE

	External Group Identifier
	I-TE

	Internal Group Identifier
	I-TE

	API Direction
	I-TE

	API Target Network Function
	I-TE

	API Result Code
	I-TE

	API Name
	I-TE

	API Operation
	I-TE

	API Reference
	I-TE

	API Content
	I-TE



Table 6.3.4.2 illustrates the basic structure of the supported fields in the Charging Data Response for exposure function API converged charging.
Table 6.3.4.2: Supported fields in Charging Data Response Message
	Information Element
	Node Type
	NEF

	
	Supported Operation Types
	I/U/T/EIUTE

	Session Identifier
	I-TE

	Invocation Timestamp
	I-TE

	Invocation Result
	I-TE

	Invocation Sequence Number
	I-TE

	Session Failover
	I---TE

	Supported Features
	I--E

	Triggers 
	I-TE

	Multiple Unit Information
	I--E

	Result Code
	I--E

	Rating Group
	I--E

	Granted Unit
	I---

	Validity Time
	I---

	Final Unit Indication
	-

	Time Quota Threshold 
	-

	Volume Quota Threshold 
	-

	Unit Quota Threshold 
	-

	Quota Holding Time
	-

	Triggers
	-
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