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1
Discussion

This is a pCR to TR 28.828 introducing the solution for accessing the SNPN service via PLMN.
2
References

[1]
3GPP TR 28.828 " Study on charging aspects for enhanced support of non-public networks".

3
Rationale

This pCR proposes to introduce the solution for accessing the SNPN service via PLMN in TR 28.828 " Study on charging aspects for enhanced support of non-public networks". 
4
Detailed proposal
Propose to incorporate the following change into the TR 28.828 [1].   

	First changes


5.3.4
Possible solutions

5.3.4.X
Solution #X: Data connectivity for SNPN Charging per UE

5.3.4.X.1
General

This solution #1which relying on 5G data connectivity converged charging architecture defined in TS 32.255 [12], with Charging UE for the usage in the PLMN by SNPN per UE, addresses the Key Issue #3a. 
5.3.4.X.2
Reference architecture

Based on figure 4.2.1-2 the CHF in the SNPN is added. The UE is charged by CHF in the SNPN for service usage of SNPN network.
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Figure 5.3.4.X.2-1 Data connectivity of SNPN Charging (accessing the SNPN via PLMN) 
5.3.4.X.3
Message flows

For access the SNPN services, the message flows for the PDU session establishment, PDU session modification, PDU session release of 5G data connectivity charging would be the same as in clauses 5.2.2.13.2.1, 5.2.2.13.3.1 and 5.2.2.13.4.1 of TS 32.255 [12]. 

The SMF in SNPN reports the Charging Data Request contains access type ("Non-3GPP access") to the CHF belongs to the same SNPN, using optional ID, e.g. PLMN ID and NID.
Editor’s note: how to identify the PLMN is FFS. 
	Next changes


5.3.4.Y
Solution #Y: Data connectivity for PLMN Charging per SNPN

5.3.4.Y.1
General

This solution #Y which relying on 5G data connectivity converged charging architecture defined in TS 32.255 [12], with the charging for the usage in the PLMN per SNPN by PLMN , addresses the Key Issue #3c. 
5.3.4.Y.2
Reference architecture

Based on figure 4.2.1-2, the CHF in the PLMN are added. The SPNP is charged by CHF in the PLMN for service usage of SNPN network via PLMN.
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Figure 5.3.4.Y.2-1 Data connectivity of SNPN Charging (accessing the SNPN via PLMN) 
5.3.4.Y.3
Message flows
For access the SNPN services, the message flows for the PDU session establishment, PDU session modification, PDU session release of 5G data connectivity charging would be the same as in clauses 5.2.2.13.2.1, 5.2.2.13.3.1 and 5.2.2.13.4.1 of TS 32.255 [12]. 

The NWu (for NPN) between the UE and the N3IWF in the SNPN for establishing a secure tunnel between UE and the N3IWF over the PLMN. The SMF in PLMN can distinguish the usage packet transferred to N3IWF in SNPN, and sends the volume to the CHF in the PLMN belongs to same N3IWF address.
The CHF in PLMN charges the volume usage per SNPN based on the accumulation of usage reporting per UE, may with the same N3IWF address.

Editor’s note: how to identify the SNPN is FFS. 
	End of changes
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