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1	Decision/action requested
For approval
2	References
[1]	3GPP TR 28.834 V0.3.0 Study on Management of Cloud Native Virtualized Network Functions
3	Rationale
This contribution provides a potential solution to use case #5 on NF creation as a cloud native VNF .
4	Detailed proposal
[bookmark: _Toc49757787]The following changes are proposed to [1].
[bookmark: _Toc95755608]
	1st change


[bookmark: _Toc18584]6.X	Potential solution# x: Cloud native VNF creation with ETSI NFV MANO
[bookmark: _Toc14821]6.X.1	Introduction
The following solution corresponds to the use case # 5 on NF creation as a cloud native VNF.
In this solution, 3GPP management system (Network Function Management Service Provider (NFMS_P)) interacts with ETSI NFV MANO when initiating a NF as a cloud native VNF. 
6.X.2		Description
The Figure 6.x.2-1 illustrates the procedure of creating a new network function instance by interacting with ETSI NFV MANO. It is proposed that the existing procedure in clause 7.10 in TS 28.531 can be re-used, however the latest Release 4 specifications from ETSI NFV should be used.

Figure 6.x.2-1: Network Function Instance Creation procedure
1, Network Function Management Service Provider (NFMS_P) receives a create network function request (createMOI) from a consumer.
2, If NF instance to be created contains virtualized part and containerized resource needs to be allocated, NFMS_P interacts with ETSI NFV MANO for VNF instance creation by using the operation produced by ETSI NFV MANO as specified in ETSI NFV release 4 specification. For example, 
· if needed the NFMS_P invokes corresponding VNF Package management procedure as described in clause 7.7 in ETSI NFV-IFA013 V4.3.1 [9]. The VNF package which support designing a VNFD for a containerized VNF is complied with ETSI GS NFV-IFA 011 V4.3.1 [x].
· the NFMS_P invokes VNF lifecycle management procedure by interworking with ETSI NFV MANO as described in clause 7.3.5 (update NS operation) in ETSI NFV-IFA013 V4.3.1 [9] or in clause 7.2.3 (Instantiate VNF operation) in ETSI GS NFV-IFA 008 V4.3.1 [8] .
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