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1	Decision/action requested
This pCR is to Update solution#6.3
2	References
[1]		3GPP TR 32.847 "Study on Charging Aspects for Network Slicing Phase 2" 
3	Rationale
[bookmark: _Hlk117434051]This pCR is to Update solution #6.3. 
The current description of solution #6.3 needs to be aligned with solutions concluded for Key issue #1 and Key issue #2, meaning CTF-based solutions.
4	Detailed proposal
The following changes are proposed to be incorporated into TR 32.847 [1]  
	[bookmark: _Hlk99114320]First change


[bookmark: _Toc112317681][bookmark: _Toc112320383][bookmark: _Toc112317694][bookmark: _Toc112320396][bookmark: _Toc103720650]
[bookmark: _Toc112317733][bookmark: _Toc119935527]6.6.4.2	Architecture description





Figure 6.6.4.2-1: NSACF based Network slice charging 
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[bookmark: _Toc112317734][bookmark: _Toc119935528]6.6.4.3	Flow description
The following figure 6.6.4.3-1 describes the high level charging procedure for UE PDU session Converged Charging influenced by Network slice converged charging based on NSACF. 




Figure 6.6.4.3-1: UE PDU session converged Charging influenced by Network slice converged charging based on NSACF 

[bookmark: _Hlk123905860]1. Same steps as Figure 6.1.64.3-1 referred-to for solution #2.52.3 or Figure  6.1.5.3-1. for solution #2.4: Tenant CCS control of NS_quota under CEF use of Nchf_ConvergedChargingNnsacf_SliceEventExposure_Subscribe/Unsubscribe service exposed by NSACF for getting notified on "number of PDU Sessions" intermediate thresholds or "maximum number of PDU Sessions" reported to CHF.
2. Same steps as Figure 6.6.2.3-1 between UE, SMF, UE CCF and Tenant CCS with:
[bookmark: _Hlk101364401]9ch-b1.	UE PDU session charging needs NS charging information related to "Nbumber of PDU sessions" and "maximum number of PDU Sessions" for this S-NSSAI. 
9ch-b2a.	Charging service request to Tenant CCS (S-NSSAI, UE PDU session charging information, UE requested NS charging information related to =" Nbumber of PDU sessions" and "maximum number of PDU Sessions").
9ch-b2b.	Tenant CCS correlates received UE charging information with existing content of  NS charging information for the S-NSSAI for related to "Nbumber of PDU sessions" and "maximum number of PDU Sessions".
9ch-b2c.	CHF (Tenant CCS) provides "Number of PDU sessions" and "maximum number of PDU Sessions" in Charging service response.  
3. Account, Rating and reservation control for individual UE based on NS charging information "Number of PDU sessions" and "maximum number of PDU Sessions".   
 

The following figure 6.6.4.3-2 describes the high-level charging procedure for UE Registration Converged Charging influenced by Network slice converged charging based on NSACF. 








Figure 6.6.4.3-2: UE Registration converged Charging influenced by Network slice converged charging based on NSACF 

1. Same steps as Figure 6.1.64.3-1 or Figure  6.1.5.3-1: Tenant CCS control of NS_quota underCEF use of Nchf_ConvergedChargingNnsacf_SliceEventExposure_Subscribe/Unsubscribe service exposed by NSACF for getting notified on "number of ”UEs registered" intermediate thresholds or "maximum number of UEs" reported to CHF.
2. Same steps as Figure 6.6.2.3-2 between UE, AMF, UE CCSF and Tenant CCS with:
[bookmark: _Hlk123662066]16ch-b1.	Allowed S-NSSAI(s) in the Allowed NSSAI received for UE registration converged charging, needs NS charging information related to "Nb of Reg Number of registered UEs" and "Maximum number of UEs". 
16ch-b2a.	Charging service request to Tenant CCS (S-NSSAI, UE registration charging information, UE requested NS charging information related to "Nb of Reg Number of registered UEs" and "Maximum number of UEs" ).
16ch-b2b.	Tenant CCS correlates received UE charging information with existing content of NS charging information for the S-NSSAI related tofor "Nb of Reg Number of registered UEs" and "Maximum number of UEs".  
16ch-b2c.	CHF (Tenant CCS) provides "Number of registered UEs" and "Maximum number of UEs" in Charging service response.  
3. Account, Rating and reservation control for individual UE based on NS charging information "Number of registered UEs" and "Maximum number of UEs".







	End of change
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