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	[bookmark: _Toc114134619]1st Change


[bookmark: _Toc516654771][bookmark: _Toc28277958][bookmark: _Toc36134214][bookmark: _Toc44686699][bookmark: _Toc51928465][bookmark: _Toc51929002][bookmark: _Toc114134427]4.1.1.6	E-UTRAN activation mechanisms
In E-UTRAN the Management Based Trace Activation can be fulfilled with the E-UTRAN Cell Traffic trace functionality. In this case the Trace Session Activation is done to one or a list E-UTRAN cells within one eNodeB, where Trace Session is activated.
The following trace control and configuration parameters of the Trace Session are received by eNodeB in the Trace Session activation message from the EM:
-	Trace Reference
-	Trace Depth
-	Trace Target: list of E-UTRAN cells 
-	List of Interfaces for eNB 
-	Trace Collection Entity IP Address
When eNodeB receives the Trace Session Activation message from the EM for a given or a list of E-UTRAN cell(s) the eNodeB shall start a Trace Session for the given or list of E-UTRAN cell(s).  If no list of E-UTRAN cell(s) is present the eNodeB shall start a Trace Session for all cells.
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[bookmark: _Toc516654776][bookmark: _Toc28277963][bookmark: _Toc36134219][bookmark: _Toc44686704][bookmark: _Toc51928470][bookmark: _Toc51929007][bookmark: _Toc114134432]4.1.1.9	NG-RAN activation mechanisms
[bookmark: _Toc36134220][bookmark: _Toc44686705][bookmark: _Toc51928471][bookmark: _Toc51929008][bookmark: _Toc114134433]4.1.1.9.1	General
In NG-RAN the Management Based Trace Activation can be fulfilled with the NG-RAN Cell Traffic trace functionality. In this case the Trace Session Activation is done to one or a list NG-RAN cells within one NG-RAN node, where Trace Session is activated.
The following trace control and configuration parameters of the Trace Session are received by NG-RAN node in the Trace Session activation message from the management system:
-	Trace Reference.
-	Trace Depth.
-	Trace Target: NG-RAN cells list.
-	List of Interfaces for NG-RAN node.
-	Trace Collection Entity IP Address for the file-based trace reporting or Trace Reporting Consumer URI for the streaming trace reporting.
-	Trace Reporting Format.
When NG-RAN node receives the Trace Session Activation message from the management system for a given or a list of NG-RAN cell(s) the NG-RAN node shall start a Trace Session for the given or list of NG-RAN cell(s).  If no list of NG-RAN cell(s) is present the NG-RAN node shall start a Trace Session for all cells.
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[bookmark: _Toc516654931][bookmark: _Toc28278122][bookmark: _Toc36134397][bookmark: _Toc44686882][bookmark: _Toc51928652][bookmark: _Toc51929221][bookmark: _Toc122780565]5.x	Trace Target: list of cells (O)
This optional parameter specifies a list of cells.
When NG-RAN node receives the Trace Session Activation message from the management system for a given or a list of NG-RAN cell(s) the NG-RAN node shall start a Trace Session for the given or list of NG-RAN cell(s).  If no list of NG-RAN cell(s) is present the NG-RAN node shall start a Trace Session for all cells.
When eNodeB receives the Trace Session Activation message from the EM for a given or a list of E-UTRAN cell(s) the eNodeB shall start a Trace Session for the given or list of E-UTRAN cell(s).  If no list of E-UTRAN cell(s) is present the eNodeB shall start a Trace Session for all cells.
