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	First change


[bookmark: _Toc51919029][bookmark: _Toc75164409][bookmark: _Toc63348431][bookmark: _Toc63426207]
[bookmark: _Toc106264848][bookmark: _Toc106286564][bookmark: _Toc106286746][bookmark: _Toc106286888][bookmark: _Toc106287172]5.1.4.3	Charging information
Charging information for EAS deployment charging is collected for each EAS by the CEF from the MnS.
The CEF collects the following charging information for converged charging of EAS deployment charging:
-	EAS deployment requirements: the requirements for EAS deployment (e.g. the topological or geographical service areas, software image information), see 3GPP TS 28.538 [12];
-	EAS: the charging information identifying the EAS which the LCM is for;
-	EDN: the charging information identifying the EDN where the EAS is/was deployed;
- 	LCM Event Type: the charging information identifying the LCM event type e.g. EAS instantiation, EAS upgrade or EAS termination. 
-	LCM start time: the charging information indicating the start time of the LCM process;
-	LCM end time: the charging information indicating the end time of the LCM process.

	Second change



[bookmark: _Toc106264932][bookmark: _Toc106286648][bookmark: _Toc106286830][bookmark: _Toc106286972][bookmark: _Toc106287256]6.2.2.1.2	Definition of EAS deployment specific charging information
Specific charging information used for EAS deployment charging is provided within the EAS Deployment Charging Information.
The detailed structure of the EAS Deployment Charging Information can be found in table 6.2.2.1.2-1.
Table 6.2.2.1.2-1: Structure of EAS Deployment Charging Information
	Information Element
	Category
	Description

	EAS Deployment Requirements
	OC
	This field holds the EAS Deployment Requirements, see 3GPP TS 28.538 [12], including the Required EAS Serving Location, Software Image Info, Affinity Anti Affinity ,Service Continuity and virtual Resource.

	LCM Event Type
	Oc
	This field specifies the LCM event type e.g. EAS instantiation, EAS upgrade or EAS termination

	LCM Start Time
	M
	This field holds the start time of the EAS LCM process, see Start Time in clause 8.3.6.5 Type measJobInfo-ResourceType in 3GPP TS 28.550 [14].

	LCM End Time
	M
	This field holds the end time of the EAS LCM process, see Stop Time in clause 8.3.6.5 Type measJobInfo-ResourceType in 3GPP TS 28.550 [14].
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