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1
Decision/action requested

The Group is asked to discuss and approve.
2
References

[1]
3GPP TR 28.908: “Study on Artificial Intelligence / Machine Learning (AI/ML) management”.
3
Rationale

Updates to the requirements in clause 5.2.3.3 to remove the use of the word “shall” and replace with the word “should”. As per the foreword of the TR, the word “shall” should not be used in a Technical Report as it indicates a mandatory requirement.
“The constructions "shall" and "shall not" are confined to the context of normative provisions, and do not appear in Technical Reports.”

Some minor editorial changes to improve language also.
4
Detailed proposal


First Change
5.2.3
Coordination between the ML capabilities 

5.2.3.1
Description

For ML in 5GC or RAN, the ML capabilities in 5GC or RAN may be needed to coordinate with 3GPP management analytics and possibly other aspects in order to improve the overall performance. 

Typically, due to the type of the collected data used for model training/inference for 5GC or RAN, the performance of a model in 5GC or RAN may be biased in some respects. On the other hand, the 3GPP management system collects data of longer range and from a wide scope of RAN nodes/5GC, which as a consequence implies that the predictions calculated by the management system will be unbiased towards the overall RAN nodes/5GC. However, 3GPP management system predictions may lack insight of patterns related to specific node behaviour or finer granularity of time. Hence with coordination or alignment of the ML capability among 5GC/RAN and 3GPP management system, the overall performance may be improved.

To enable the coordination between the ML capabilities, the configuration (e.g., a triggering condition, i.e., when a result is needed from the RAN analytics to MDA) may be needed. On the other hand, the result of the coordination may be communicated towards the consumer(s) and hence there is a need to enhance the reporting in order to capture the deviation of predictions (and / or the related context) so the consumer can gain a better understanding regarding the coordination of ML capabilities.
5.2.3.2
Use cases

5.2.3.2.1

Alignment of the ML capability between 5GC/RAN and 3GPP management system 

Generally, the typical data from 5GS data is measurements (PM, KPI), which may be modeled as “time series data” and the analytics of “time series data” is normally to learn the seasonality, trend, etc., patterns. Different types of seasonality patterns exist, e.g., daily, weekly, monthly, seasonally, annually, etc.. A RAN node collects finer granularity data for short duration. The finer seasonality pattern will be well captured in a timely manner, while the 3GPP management system with longer range of data (which is more aggregated) will more accurately capture the higher level of seasonality patterns. Hence, combing the analytics results from RAN, 5G core and 3GPP management system or between RAN and 5G core may improve the accuracy for overall predictions.

On another matter, the data collected from one RAN or 5G core node would tend to be biased for that specific RAN node or NF, which implies that the prediction with the data learned and inferred will tend to be biased for that specific node. On the other hand, the 3GPP management system collects data of longer range and from a large amount of different RAN nodes or NFs, which as a consequence implies that the prediction will be unbiased towards the overall RAN nodes or 5G core area. Hence combining the results from both the RAN or 5G core and 3GPP management system, or between NWDAF and RAN may also improve the overall predictions accuracy (and mitigate the bias).

5.2.3.3

Potential requirements

REQ-AIML_COORD-01:
3GPP management system should have the capability to allow an authorized consumer to configure an ML capability regarding the correlation of predictions and statistics between MDAS and RAN function, or MDAS and NWDAF.   

REQ-AIML_COORD-02:
3GPP management system should have the capability to report the result of correlation of predictions and statistics between MDAS and RAN function, or MDAS and NWDAF.   

5.2.3.4
Possible solutions

5.2.3.4.1
Possible solution #1
1)
Introduce the information Elements (e.g., instance of IOC or a dataType) for interaction between ML MnS producer and consumer (e.g. the RAN analytics or NWDAF, or entity consuming the RAN analytics or NWDAF) to support coordination of the ML capability between 5GC/RAN and 3GPP management system: MLCapabilityCoordinationRequest and a response informant element MLCapabilityCoordinationResponse. This information element may represent the triggering configuration (or a triggering policy) for predictions coordination from two ML capabilities. This information Element may allow an MOI (or MOI using this information element) to be created on the ML (inference) MnS Producer and may contain the following attributes: 

-    The analytics deviation indicator, such as a threshold (determining that the prediction calculated by a data analytics function exceeds a configurable certain value, corresponding to the prediction available at a different data analytics function, by a “threshold”);

-    The requested analytics (analytics type name, list of analytics values or output, time intervals, confidence degree, etc.);

-    The target objects, e.g., gNBs, and the related characteristics;

-    Area of interest, geographical area or TA.

2)
MLCapabilityCoordinationResponse- this information element may represent the response indicating the analytics or data obtained according to the MLCapabilityCoordinationRequest. This information Element may be created by the ML MnS (inference) producer towards the MnS consumer and includes output analytics which can be statistics or predictions.  The MLCapabilityCoordinationResponse and MLCapabilityCoordinationRequest may also be data attribute in analytic request and response or analytics report.
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5.2.3.5

Evaluation

The solution described in clause 5.2.3.4.1 proposes simple information elements and procedure that may enable MnS Producer to trigger configuration to be used for analytic coordination. This NRM based solution  reuses the existing provisioning MnS Operations and notifications for control and reporting. Therefore, the solution described in clause 5.2.3.4.1 is a feasible solution to be developed further in the normative specifications.

