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1
Decision/action requested

The group is requested to discuss and approve the pCR below

2
References

[1]

3GPP TS 28.831: " Management and orchestration; Study on basic Service-Based Management Architecture (SBMA) enabler enhancements"
3
Rationale

None.
4
Detailed proposal

The following changes are proposed for TR 28.831[1].

	Begin of modifications


4.X
Harmonized approach for node selection

4.X.1
Issue Description
Nodes (objects, attributes, attribute fields, attribute elements) need to be selected by a MnS Consumer in many situations, for example:

· In read requests a MnS Consumer needs to specify the nodes to be returned.
· In subscriptions to alarm notifications a MnS Consumer needs to specify the objects from which he wants to get alarm notifications.
· In subscriptions to CM notifications a MnS Consumer needs to specify the nodes from which he wants to get CM notifications.

· When requesting measurement collection, a MnS consumer needs to specify the measured objects.
· When requesting threshold monitoring, a MnS consumer needs to specify the monitored objects.
Whilst the problem is always the same, solutions are different.
4.X.2
Analysis

A harmonized solution for node selection would bring down development cost without impairing functionality.
4.X.3
Potential requirements

[Req-1] The 3GPP management system shall support one harmonized method for node selection, at least as one alternative.
4.X.4
Potential solution

Clause 4.2 describes a method for node selection in the context of notification subscriptions. The same method can be used as well for other use cases, where nodes need to be selected.
4.X.5
Conclusion
The method described in clause 4.2 shall be used, at least as one alternative, for node selection.
	End of modifications
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