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1	Decision/action requested
The group is asked to discuss and approval.
2	References
[1]  3GPP TR 28.925: "Study on enhancement of service-based management architecture"
[2]  3GPP TS 28.623: "Telecommunication management; Generic Network Resource Model (NRM) Integration Reference Point (IRP); Solution Set (SS) definitions"
[3]  3GPP TS 28.622: "Telecommunication management; Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)
3	Rationale
The title, the scope, the definition, and the Solution Set (SS) definitions of current 3GPP TS 28.623[2] are all IRP only. However, the specification contains SBMA IOCs descriptions. 
[bookmark: _Toc20153403][bookmark: _Toc27489875][bookmark: _Toc36033459][bookmark: _Toc36475721][bookmark: _Toc44581480][bookmark: _Toc51769096][bookmark: _Toc124336833]For instance, in Section 4 “Solution Set (SS) definitions: This specification defines the following 3GPP Generic NRM IRP Solution Set Definitions”
· 3GPP Generic NRM IRP CORBA SS (Annex A).
· 3GPP Generic NRM IRP XML Definitions (Annex B).
· 3GPP Generic NRM IRP JSON Definitions (Annex C).
· 3GPP Generic NRM IRP YANG Definitions (Annex D).
For example, according to TS28.622[3], ‘ThresholdMonitor’ IOC is appliable for SBMA architecture. However, in 3GPP TS 28.623[2], it is mapped into CORBA SS, XML Definitions, JSON Definitions, and YANG Definitions. 
This issue is not covered in the current 3GPP TR28.925[1].
The proposed solutions to address the above issues in 3GPP TS 28.623 [2] are following:
· Update 3GPP TS 28.623 [2] with enough clarifications to support both IRP and SBMA; or 
· Create a new TS for SBMA architecture only with updated definitions and references
4	Detailed proposals

	[bookmark: _Toc72937830][bookmark: _Toc119999633]1st Change


[bookmark: _Toc72417871][bookmark: _Toc128941029]4. 	Issue investigations and potential issue solutions
4.x	Issue #x:  no clear Stage 3 definition for SBMA architecture NRM
[bookmark: _Toc66206021][bookmark: _Toc72417872][bookmark: _Toc128941030]4.x.1	Description
[bookmark: _Toc66206025][bookmark: _Toc72417873][bookmark: _Toc128941031]The title, the scope, the definition, and the Solution Set (SS) definitions of current 3GPP TS 28.623[z] are all IRP architecture only. However, the specification also contains SBMA IOCs descriptions. It is very hard to understand which part is applicable to which architecture.
4.x.2	Potentiel solutions
[bookmark: _Toc72417874][bookmark: _Toc128941032]4.x.2.1	Solution #x-1 update TS28.623[z]
Update the current TS28.623[z] title, scope, definition, and the Solution Set (SS) definitions to cover both IRP and SBMA architecture NRM.
4.x.2.2	Solution #x-2 New TS
Create a new TS for Stage 3 Solution Set (SS) definitions for SBMA architecture NRM. This new stage 3 TS can be combined with the proposed new stage 2 TS.
Keep TS28.623[z] for IRP only.

	End of Change



