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1
Decision/action requested

This contribution is proposed to be approved.
2
References
-
3
Rationale

Additional requirements for security are necessary.
4
Detailed proposal

It is proposed to apply the following changes as below in TR 28.829 v1.0.0.
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6.8.3
Potential Requirements

PR 6.8.3-1.
The 3GPP management system should support, subject to operator policy, regulatory requirements and contractual obligations, the for the DSO to obtain the following information from the site operator. 

For each 'site' for which energy service is critical to the site operator:

- Energy Supply ID

- UPS Capacity of the site (at the time at which this information is obtained);

- Base Station ID (if applicable. The site may not be a base station, e.g. it could be data centre or other facility.)

PR 6.8.3-2. 
The 3GPP management system should support, subject to operator policy, regulatory requirements and contractual obligations, the capability to enable the DSO to provide the site operator with information concerning the beginning of an energy service outage and the effected sites (e.g., Energy Supply IDs, Base Station IDs).

PR 6.8.3-3. 
The 3GPP management system should support, subject to operator policy, regulatory requirements and contractual obligations, the capability to enable the DSO to obtain information from the site operator concerning the UPS capacity corresponding to a specific site (e.g., Energy Supply IDs, Base Station IDs). 

PR 6.8.3-4.
 The 3GPP management system should support, subject to operator policy, regulatory requirements and contractual obligations, the capability to enable the DSO to inform the site operator concerning the end of an energy service outage and the related sites (e.g., Energy Supply IDs, Base Station IDs).

PR 6.8.3-5.
The 3GPP management system should support, subject to operator policy, regulatory requirements and contractual obligations, the capability to inform the DSO of any energy service outage to specific sites (e.g., Energy Supply IDs, Base Station IDs).

PR 6.8.3-6. Authentication of the consumer (3rd party) by the producer (3GPP management system) shall be possible,

PR 6.8.3-7. Authentication of the producer (3GPP management system) by the consumer (3rd party) shall be possible. 

PR 6.8.3-8. Authorization of the consumer (3rd party) by the producer (3GPP management system) shall be possible,

PR 6.8.3-9. Communication between the consumer (3rd party) and the producer (3GPP management system) shall be confidentially protected.

PR 6.8.3-10. Communication between the consumer (3rd party) and the producer (3GPP management system) shall be integrity protected.
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