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1
Discussion
This is a pCR to TR 28.843 introducing the solution about Charging System selection.
2
References

[1]
3GPP TR 28.843 "Study on Structure of Charging for Verticals ".

3
Rationale

This pCR proposes to introduce the solution about Charging System selection in TR 28.843 "Study on Structure of Charging for Verticals". 
4
Detailed propsosal

Propose to incorporate the following change into the TR 28.843 [1].
	First changes


7.x
Solution #x: Add the Charging System selection
7.x.1
Solution Description 
7.x.1.1
General
The solution #X solves the key issues #x. 
Compared to the genenal and common charging principle for charging specified in the TS 32.240 [X], the service specifications provide the detailed service specified charging principle for the vertical, including the charging requirements and CHF selection. 

Provide the unified document structure for vertical charging principle.
7.x.1.2
Solution
The suggested document structure for charging principle is present. 

Add the common parts of charging principle (e.g. CHF selection) in clause 5.X. 
Take the 5G Data connectivity service charging as the example. 

5.x
Charging system selection

The CHF selection by the Network Functions may be based on the following items: 

-
CHF address(es) with possible associated CHF instance ID(s) and/or CHF set ID(s) provided by the PCF

-
NRF based discovery.

-
Local configuration

Partials or all items of CHF selection mode, may be one or more than one can be used and the priority order (highest to lowest) can be determined, based on the the different services.
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