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	Begin of modifications



4.3.16	ThresholdMonitor
[bookmark: _Toc20150460][bookmark: _Toc27479708][bookmark: _Toc36025220][bookmark: _Toc44516308][bookmark: _Toc45272627][bookmark: _Toc51754622][bookmark: _Toc105590079]4.3.16.1	Definition
This IOC represents a threshold monitor for performance metrics. It can be name-contained by SubNetwork, ManagedElement, or ManagedFunction. A threshold monitor checks for threshold crossings of performance metric values related to specified managed objects and generates a notification when that happens.
To activate threshold monitoring, a MnS consumer needs to create a ThresholdMonitor instance on the MnS producer. For ultimate deactivation of threshold monitoring, the MnS consumer should delete the monitor to free up resources on the MnS producer.
For temporary suspension of threshold monitoring, the MnS consumer can manipulate the value of the administrative state attribute. The MnS producer may disable threshold monitoring as well, for example in overload situations. This situation is indicated by the MnS producer with setting the operational state attribute to disabled. When monitoring is resumed the operational state is set again to enabled.
All object instances below and including the instance name-containing the ThresholdMonitor (base object instance) are scoped for performance metric threshold monitoringproduction. Performance metrics are monitored only on those object instances whose object class matches the object class associated to the performance metrics to be monitored.
The optional attributes objectInstances and rootObjectInstances allow to restrict the scope. When the attribute objectInstances is present, only the object instances identified by this attribute are scoped. When the attribute rootObjectInstances is present, then the subtrees whose root objects are identified by this attribute are scoped. Both attributes may be present at the same time meaning the total scope is equal to the sum of both scopes. Object instances may be scoped by both the objectInstances and rootObjectInstances attributes. This shall not be considered as an error by the MnS producer.
Multiple thresholds can be defined for multiple performance metric sets in a single monitor using thresholdInfoList. The attribute monitorGranularityPeriod defines the granularity period to be applied.
A threshold is defined using the attributes thresholdValue , thresholdDirection and hysteresis.
When hysteresis is absent or carries no information, a threshold is triggered when the thresholdValue is reached or crossed. When hysteresis is present, two threshold values are specified for the threshold as follows: A high threshold value equal to the threshold value plus the hysteresis value, and a low threshold value equal to the threshold value minus the hysteresis value. When the monitored performance metric increases, the threshold is triggered when the high threshold value is reached or crossed. When the monitored performance metric decreases, the theshold is triggered when the low threshold value is reached or crossed. The hsyteresis ensures that the performance metric value can oscillate around a comparison value without triggering each time the threshold when the threshold value is crossed.
Using the thresholdDirection attribute a threshold can be configured in such a manner that it is triggered only when the monitored performance metric is going up or down upon reaching or crossing the threshold.
A ThresholdMonitor creation request shall be rejected, if the performance metrics requested to be monitored, the requested granularity period, or the requested combination thereof is not supported by the MnS producer. A creation request may fail, when the performance metrics requested to be monitored are not produced by a PerfMetricJob.
Creation and deletion of ThresholdMonitor instances by MnS consumers is optional; when not supported, ThresholdMonitor instances may be created and deleted by the system or be pre-installed.
A threshold crossing event detected by a "ThresholdMonitor" shall trigger a "notifyThresholdCrossing" notification, and, in addition, an alarm notification in case the MnS producer decides the threshold crossing event requires operator attention. A MnS consumer subscribes to receiving threshold crossing alarm notifications in the same way as to other alarm notifications, i.e. by specifying the managed objects in the subscription for which the MnS consumer wants to receive alarm notifications. To subscribe to "notifyThresholdCrossing" notifications the MnS consumer shall specify one or more "ThresholdMonitor" instances in the subscription. All threshold crossings detected by the specified "ThresholdMonitor" instances are sent as "notifyThresholdCrossing" to subscribed MnS consumers (unless filtered out by the "notificationFilter" attribute of "NtfSubscriptionControl).
[bookmark: _Toc20150461][bookmark: _Toc27479709][bookmark: _Toc36025221][bookmark: _Toc44516309][bookmark: _Toc45272628][bookmark: _Toc51754623][bookmark: _Toc105590080]4.3.16.2	Attributes
The "ThresholdMonitor" IOC includes attributes inherited from Top IOC (defined in clause 4.3.29) and the following attributes:
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	administrativeState
	M
	T
	T
	F
	T

	operationalState
	M
	T
	F
	F
	T

	thresholdInfoList
	M
	T
	T
	F
	T

	monitorGranularityPeriod
	M
	T
	T
	F
	T

	objectInstances
	O
	T
	T
	F
	F

	rootObjectInstances
	O
	T
	T
	F
	F


[bookmark: _Toc20150462][bookmark: _Toc27479710][bookmark: _Toc36025222][bookmark: _Toc44516310][bookmark: _Toc45272629][bookmark: _Toc51754624]
[bookmark: _Toc105590081]4.3.16.3	Attribute constraints
None.
[bookmark: _Toc20150463][bookmark: _Toc27479711][bookmark: _Toc36025223][bookmark: _Toc44516311][bookmark: _Toc45272630][bookmark: _Toc51754625][bookmark: _Toc105590082]4.3.16.4	Notifications
The common notifications defined in clause 4.5 are valid for this IOC. 
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