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	Reason for change:
	Closed loop may be configured to achieve the expectations of the intent expressed by intent driven MnS consumer. Intent driven MnS consumer may want to know the information of the closed loop that is used to fulfill the intent.
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	Summary of change:
	Add intent report information related to closed loop.

	
	

	Consequences if not approved:
	Intent report information related to closed loop is missing.

	
	

	Clauses affected:
	4.2.x (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


	1st Change


[bookmark: _Toc106192927][bookmark: _Toc130464577]4.2.x	Intent report information related to closed loop
Intent driven MnS consumer may express intent expectation to intent driven MnS producer, which includes one or more than one expectation targets such as network optimization. Intent driven MnS producer may configure one or more than one closed loops to achieve the expectations of the intent. When the intent is fulfilled, intent report is provided to intent driven MnS consumer that may contain the information of the closed loop that is used to fulfill the intent.
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