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1st Modified Section


[bookmark: _Toc20132203][bookmark: _Toc27473238][bookmark: _Toc35955891][bookmark: _Toc44491855][bookmark: _Toc51689782][bookmark: _Toc51750456][bookmark: _Toc51774716][bookmark: _Toc51775330][bookmark: _Toc51775946][bookmark: _Toc58515329][bookmark: _Toc130560124][bookmark: _Toc20132507][bookmark: _Toc27473582][bookmark: _Toc35956260][bookmark: _Toc44492270][bookmark: _Toc51690203][bookmark: _Toc51750898][bookmark: _Toc51775158][bookmark: _Toc51775772][bookmark: _Toc51776388][bookmark: _Toc58515774][bookmark: _Toc130560732][bookmark: _Toc91063328][bookmark: _Toc58515335][bookmark: _Toc51775952][bookmark: _Toc51775336][bookmark: _Toc51774722][bookmark: _Toc51750462][bookmark: _Toc51689788][bookmark: _Toc44491861][bookmark: _Toc35955897][bookmark: _Toc27473243][bookmark: _Toc20132208][bookmark: _Toc98860807][bookmark: _Toc58515519][bookmark: _Toc51776133][bookmark: _Toc51775517][bookmark: _Toc51774903][bookmark: _Toc51750643][bookmark: _Toc51689951][bookmark: _Toc44492022][bookmark: _Toc35956033][bookmark: _Toc27473362][bookmark: _Toc20132313]3.3	Measurement family
The measurement names defined in the present document are all beginning with a prefix containing the measurement family name. This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration.
The list of families currently used in the present document is as follows:
-	DRB (measurements related to Data Radio Bearer).
-	RRC (measurements related to Radio Resource Control).
-	UECNTX (measurements related to UE Context).
-	RRU (measurements related to Radio Resource Utilization).
-	RM (measurements related to Registration Management).
-	SM (measurements related to Session Management).
-	GTP (measurements related to GTP Management).
-	IP (measurements related to IP Management).
-	PA (measurements related to Policy Association).
-	MM (measurements related to Mobility Management).
-	VR (measurements related to Virtualized Resource).
-	CARR (measurements related to Carrier).
-	QF (measurements related to QoS Flow).
-	AT (measurements related to Application Triggering).
-	SMS (measurements related to Short Message Service).
-	PEE (measurements related to Power, Energy and Environment).
-	NFS (measurements related to NF service).
-	PFD (measurements related to Packet Flow Description).
-	RACH (measurements related to Random Access Channel).
-	MR (measurements related to Measurement Report). 
-	L1M (measurements related to Layer 1 Measurement). 
-	NSS (measurements related to Network Slice Selection).
-	PAG (measurements related to Paging). 
-	NIDD (measurements related to Non-IP Data Delivery).
-	EPP (measurements related to external parameter provisioning).
-	TI (measurements related to traffic influence).
-	CE (measurements related to Connection Establishment).
-	SPP (measurements related to Service Parameter Provisioning).
-	BDTP (measurements related to Background Data Transfer Policy).
-	DM (measurements related to Data Management).
-	AFQ (measurements related to AF session with QoS).
-	UCM (measurements related to UE radio Capability Management).
-	PAU (measurements related to Policy Authorization).
-	EEX (measurements related to Event Exposure).
-	SDM (measurements related to subscriber data management).
-	PPV (measurements related to parameter provisioning).
-	DIS (measurements related to discovery).
-	Location Management (measurements related to Location Management).
-	SP (measurement related to service provisioning).
-	DAS (measurement related to Data Analtics Service).
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5.X	Performance measurements for NWDAF
[bookmark: _Hlk134379360]5.X.C	Measurements related to the NWDAF service provisioning
[bookmark: _Toc20132509][bookmark: _Toc27473584][bookmark: _Toc35956262][bookmark: _Toc44492272][bookmark: _Toc51690205][bookmark: _Toc51750900][bookmark: _Toc51775160][bookmark: _Toc51775774][bookmark: _Toc51776390][bookmark: _Toc58515776][bookmark: _Toc130560734]5.X.C.1	NWDAF service provisioning subscription
5.X.C.1.1	Number of service subscription requests
a)	This measurement provides the number of service subscription requests received by the NWDAF.
b)	CC
c)	On receipt by the NWDAF of the subscription request to NWDAF service (See clause 7 in TS 23.288 [2]), each received subscription request is added to the relevant counter. The measurement can be split into subcounters per service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerSubReqReceived, and
DAS.SerSubReqReceived.ServiceType, where ServiceType identifies the target type of service, and
DAS.SerSubReqReceived.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerSubReqReceived.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
5.X.C.1.2	Number of successful service subscription requests
a)	This measurement provides the number of service subscription requests received and accepted by the NWDAF.
b)	CC
c)	On receipt by the NWDAF of the subscription request to NWDAF service (See clause 7 in TS 23.288 [2]), each accepted subscription request is added to the relevant counter. The measurement can be split into subcounters per service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerSubReqAccepted, and
DAS.SerSubReqAccepted.ServiceType, where ServiceType identifies the target type of service, and
DAS.SerSubReqAccepted.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerSubReqAccepted.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
5.X.C.1.3	Number of failed service subscription requests
a)	This measurement provides the number of service subscription requests received but rejected by the NWDAF.
b)	CC
c)	On receipt by the NWDAF of the subscription request to NWDAF service (See clause 7 in TS 23.288 [2]), each rejected subscription request is added to the relevant counter. The measurement can be split into subcounters per service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerSubReqRejected, and 
DAS.SerSubReqRejected.ServiceType where ServiceType identifies the target type of service, and
DAS.SerSubReqRejected.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerSubReqRejected.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
5.X.C.2	NWDAF service provisioning request
5.X.C.2.1	Number of service requests
a)	This measurement provides the number of service requests received by the NWDAF.
b)	CC
c)	On receipt by the NWDAF of the request to NWDAF service (See clause 7 in TS 23.288 [2]), each received request is added to the relevant counter. The measurement can be split into subcounters per service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerReqReceived, and
DAS.SerReqReceived.ServiceType, where ServiceType identifies the target type of service, and
DAS.SerReqReceived.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerReqReceived.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
5.X.C.2.2	Number of successful service requests
a)	This measurement provides the number of service requests received and accepted by the NWDAF.
b)	CC
c)	On receipt by the NWDAF of the request to NWDAF service (See clause 7 in TS 23.288 [2]), each accepted request is added to the relevant counter. The measurement can be split into subcounters per service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerReqAccepted, and
DAS.SerReqAccepted.ServiceType, where ServiceType identifies the target type of service, and
DAS.SerReqAccepted.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerReqAccepted.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
5.X.C.2.3	Number of failed service requests
a)	This measurement provides the number of service provisioning subscription requests received but rejected by the NWDAF.
b)	CC
c)	On receipt by the NWDAF of the request to NWDAF service (See clause 7 in TS 23.288 [2]), each rejected request is added to the relevant counter. The measurement can be split into subcounters per specific service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerReqRejected, and
DAS.SerReqRejected.ServiceType, where ServiceType identifies the target type of service, and
DAS.SerReqRejected.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerReqRejected.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
5.X.C.3	Successful NWDAF service provisioning
5.X.C.3.1	Number of service notifications generated by the NWDAF
a)	This measurement provides the number of service subscription requests notified by the NWDAF.
b)	CC
c)	On transmission by the NWDAF of the notification corresponding to the service subscription request (See clause 7 in TS 23.288 [2]), each transmitted notification is added to the relevant counter. The measurement can be split into subcounters per specific service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerNotificationGenerated, and
DAS.SerNotificationGenerated.ServiceType, where ServiceType identifies the target type of service, and
DAS.SerNotificationGenerated.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerNotificationGenerated.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
5.X.C.3.2	Number of service responses generated by the NWDAF
a)	This measurement provides the number of service requests responsed by the NWDAF.
b)	CC
c)	On transmission or generation by the NWDAF of the response corresponding to the service request (See clause 7 in TS 23.288 [2]), each transmitted or generated response is added to the relevant counter. The measurement can be split into subcounters per specific service type, subcounters per Analytics ID and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DAS.SerResponseGenerated, and
DAS.SerResponseGenerated.ServiceType, where ServiceType identifies the target type of service, and
DAS.SerResponseGenerated.AnalyticsID, where AnalyticsID identifies the target type of analytics, and
DAS.SerResponseGenerated.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
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