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	Reason for change:
	Currently PM cannot support the performance measurement related to the NWDAF analytics service. The TR 28.864 proposed performance measurements of NWDAF on providing analytics service information. It is necessary to add the related measurements in TS 28.552 based on the recommendations of TR 28.864.

	
	

	Summary of change:
	Added use case of time consumption of NWDAF providing analytcis service information based on the recommendations of TR 28.864.
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[bookmark: _Toc91064200][bookmark: _Toc58515928][bookmark: _Toc51776542][bookmark: _Toc51775926][bookmark: _Toc51775312][bookmark: _Toc51751042][bookmark: _Toc51690342][bookmark: _Toc44492409]A.A	Use case of time consumption of NWDAF providing analytcis service information
[bookmark: 4Y12_Deployment_of_multiple_NW]NWDAF service consumers may have requirements on the time consumed by NWDAF to provide analytics information. In that case, the analytics information provided by the NWDAF may be time sensitive, and the consumers may expect to receive the analytics information before a specific time. Therefore, the time consumption of NWDAF performing the requested service is an important factor that reflects the NWDAF service performance. It is important in decision-making for management of NWDAF. 
The time consumption of NWDAF providing analytics information needs to be monitored. It reflects how much time is consumed by a NWDAF to prepare and provide the analytics information. The analytics type is identified by Analytics ID (see TS 23.288 [2]). The time consumption related to different type of analytics need to be monitored respectively in order to know the performance of NWDAF in terms of performing different analytics. With these measurements, the operators are able to understand the working status of the NWDAF and make correct decisions on whether they need to provide the management actions to optimize the NWDAF service performance.
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