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5.3.34.4	Notifications	167
5.3.35	EP_N20	167
5.3.35.1	Definition	167
5.3.35.2	Attributes	167
5.3.35.3	Attribute constraints	167
5.3.35.4	Notifications	167
5.3.36	EP_N21	167
5.3.36.1	Definition	167
5.3.36.2	Attributes	167
5.3.36.3	Attribute constraints	168
5.3.36.4	Notifications	168
5.3.37	EP_N22	168
5.3.37.1	Definition	168
5.3.37.2	Attributes	168
5.3.37.3	Attribute constraints	168
5.3.37.4	Notifications	168
5.3.38	EP_N26	168
5.3.38.1	Definition	168
5.3.38.2	Attributes	168
5.3.38.3	Attribute constraints	169
5.3.38.4	Notifications	169
5.3.39	Void	169
5.3.40	Void	169
5.3.41	EP_S5C	169
5.3.41.1	Definition	169
5.3.41.2	Attributes	169
5.3.41.3	Attribute constraints	169
5.3.41.4	Notifications	169
5.3.42	EP_S5U	169
5.3.42.1	Definition	169
5.3.42.2	Attributes	169
5.3.42.3	Attribute constraints	170
5.3.42.4	Notifications	170
5.3.43	EP_Rx	170
5.3.43.1	Definition	170
5.3.43.2	Attributes	170
5.3.43.3	Attribute constraints	170
5.3.43.4	Notifications	170
5.3.44	EP_MAP_SMSC	170
5.3.44.1	Definition	170
5.3.44.2	Attributes	170
5.3.44.3	Attribute constraints	170
5.3.44.4	Notifications	171
5.3.45	EP_NLS	171
5.3.45.1	Definition	171
5.3.45.2	Attributes	171
5.3.45.3	Attribute constraints	171
5.3.45.4	Notifications	171
5.3.46	EP_NL2	171
5.3.46.1	Definition	171
5.3.46.2	Attributes	171
5.3.46.3	Attribute constraints	171
5.3.46.4	Notifications	171
5.3.47	EP_N27	172
5.3.47.1	Definition	172
5.3.47.2	Attributes	172
5.3.47.3	Attribute constraints	172
5.3.47.4	Notifications	172
5.3.48	EP_N31	172
5.3.48.1	Definition	172
5.3.48.2	Attributes	172
5.3.48.3	Attribute constraints	172
5.3.48.4	Notifications	172
5.3.49	ExternalNRFFunction	173
5.3.49.1	Definition	173
5.3.49.2	Attributes	173
5.3.49.3	Attribute constraints	173
5.3.49.4	Notifications	173
5.3.50	ExternalNSSFFunction	173
5.3.50.1	Definition	173
5.3.50.2	Attributes	173
5.3.50.3	Attribute constraints	173
5.3.50.4	Notifications	173
5.3.51	AMFSet	174
5.3.51.1	Definition	174
5.3.51.2	Attributes	174
5.3.51.3	Attribute constraints	174
5.3.51.4	Notifications	174
5.3.52	AMFRegion	174
5.3.52.1	Definition	174
5.3.52.2	Attributes	174
5.3.52.3	Attribute constraints	175
5.3.52.4	Notifications	175
5.3.53	ExternalAMFFunction	175
5.3.53.1	Definition	175
5.3.53.2	Attributes	175
5.3.53.3	Attribute constraints	175
5.3.53.4	Notifications	175
5.3.54	ManagedNFProfile <<dataType>>	175
5.3.54.1	Definition	175
5.3.54.2	Attributes	176
5.3.54.3	Attribute constraints	176
5.3.54.4	Notifications	176
5.3.55	HostAddr <<choice>>	176
5.3.55.1	Definition	176
5.3.56	Void	177
5.3.57	Void	177
5.3.58	AusfInfo <<dataType>>	177
5.3.58.1	Definition	177
5.3.58.2	Attributes	177
5.3.58.3	Attribute constraints	177
5.3.58.4	Notifications	177
5.3.59	Void	177
5.3.60	Void	177
5.3.61	Void	178
5.3.62	EP_N32	178
5.3.62.1	Definition	178
5.3.62.2	Attributes	178
5.3.62.3	Attribute constraints	178
5.3.62.4	Notifications	178
5.3.63	ExternalSEPPFunction	178
5.3.63.1	Definition	178
5.3.63.2	Attributes	178
5.3.63.3	Attribute constraints	178
5.3.63.4	Notifications	179
5.3.64	SEPPFunction <<ProxyClass>>	179
5.3.64.1	Definition	179
5.3.64.2	Attributes	179
5.3.64.3	Attribute constraints	179
5.3.64.4	Notifications	179
5.3.65	NEFFunction	179
5.3.65.1	Definition	179
5.3.65.2	Attributes	179
5.3.65.3	Attribute constraints	179
5.3.65.4	Notifications	179
5.3.66	SCPFunction	180
5.3.67.1	Definition	180
5.3.67.2	Attributes	180
5.3.67.3	Attribute constraints	180
5.3.67.4	Notifications	180
5.3.68	SupportedFunction <<dataType>>	180
5.3.68.1	Definition	180
5.3.68.2	Attributes	180
5.3.68.3	Attribute constraints	180
5.3.68.4	Notifications	180
5.3.69	CommModel <<dataType>>	180
5.3.69.1	Definition	180
5.3.69.2	Attributes	181
5.3.69.3	Attribute constraints	181
5.3.69.4	Notifications	181
5.3.70	QFQoSMonitoringControl	181
5.3.70.1	Definition	181
5.3.70.2	Attributes	181
5.3.70.3	Attribute constraints	182
5.3.70.4	Notifications	182
5.3.71	QFDelayThresholdsType <<dataType>>	182
5.3.71.1	Definition	182
5.3.71.2	Attributes	182
5.3.71.3	Attribute constraints	182
5.3.71.4	Notifications	182
5.3.72	GtpUPathQoSMonitoringControl	182
5.3.72.1	Definition	182
5.3.72.2	Attributes	182
5.3.72.3	Attribute constraints	183
5.3.72.4	Notifications	183
5.3.73	GtpUPathDelayThresholdsType <<dataType>>	183
5.3.73.1	Definition	183
5.3.73.2	Attributes	183
5.3.73.3	Attribute constraints	183
5.3.73.4	Notifications	183
5.3.75	Configurable5QISet	184
5.3.75.1	Definition	184
5.3.75.2	Attributes	184
5.3.75.3	Attribute constraints	184
5.3.75.4	Notifications	184
5.3.76	FiveQICharacteristics	184
5.3.76.1	Definition	184
5.3.76.2	Attributes	184
5.3.76.3	Attribute constraints	184
5.3.76.4	Notifications	184
5.3.77	PacketErrorRate <<dataType>>	184
5.3.77.1	Definition	184
5.3.77.2	Attributes	185
5.3.77.3	Attribute constraints	185
5.3.77.4	Notifications	185
5.3.78	FiveQiDscpMappingSet	185
5.3.78.1	Definition	185
5.3.78.2	Attributes	185
5.3.78.3	Attribute constraints	185
5.3.78.4	Notifications	185
5.3.79	FiveQiDscpMapping <<dataType>>	185
5.3.79.1	Definition	185
5.3.79.2	Attributes	186
5.3.79.3	Attribute constraints	186
5.3.79.4	Notifications	186
5.3.80	PredefinedPccRuleSet	186
5.3.80.1	Definition	186
5.3.80.2	Attributes	186
5.3.80.3	Attribute constraints	186
5.3.80.4	Notifications	186
5.3.81	PccRule <<dataType>>	186
5.3.81.1	Definition	186
5.3.81.2	Attributes	187
5.3.81.3	Attribute constraints	187
5.3.81.4	Notifications	187
5.3.82	FlowInformation <<dataType>>	187
5.3.82.1	Definition	187
5.3.82.2	Attributes	187
5.3.82.3	Attribute constraints	188
5.3.82.4	Notifications	188
5.3.83	EthFlowDescription <<dataType>>	188
5.3.83.1	Definition	188
5.3.83.2	Attributes	188
5.3.83.3	Attribute constraints	188
5.3.83.4	Notifications	188
5.3.84	QoSData <<dataType>>	188
5.3.84.1	Definition	188
5.3.84.2	Attributes	189
5.3.84.3	Attribute constraints	189
5.3.84.4	Notifications	189
5.3.85	ARP <<dataType>>	189
5.3.85.1	Definition	189
5.3.85.2	Attributes	189
5.3.85.3	Attribute constraints	189
5.3.85.4	Notifications	189
5.3.86	TrafficControlData <<dataType>>	190
5.3.86.1	Definition	190
5.3.86.2	Attributes	190
5.3.86.3	Attribute constraints	190
5.3.86.4	Notifications	190
5.3.87	RedirectInformation <<dataType>>	190
5.3.87.1	Definition	190
5.3.87.2	Attributes	190
5.3.87.3	Attribute constraints	190
5.3.87.4	Notifications	191
5.3.88	RouteToLocation <<dataType>>	191
5.3.88.1	Definition	191
5.3.88.2	Attributes	191
5.3.88.3	Attribute constraints	191
5.3.88.4	Notifications	191
5.3.89	RouteInformation <<dataType>>	191
5.3.89.1	Definition	191
5.3.89.2	Attributes	191
5.3.89.3	Attribute constraints	191
5.3.89.4	Notifications	192
5.3.90	UpPathChgEvent <<dataType>>	192
5.3.90.1	Definition	192
5.3.90.2	Attributes	192
5.3.90.3	Attribute constraints	192
5.3.90.4	Notifications	192
5.3.91	SteeringMode <<dataType>>	192
5.3.91.1	Definition	192
5.3.91.2	Attributes	192
5.3.91.3	Attribute constraints	193
5.3.91.4	Notifications	193
5.3.92	ConditionData  <<dataType>>	193
5.3.92.1	Definition	193
5.3.92.2	Attributes	193
5.3.92.3	Attribute constraints	193
5.3.92.4	Notifications	193
5.3.93	TscaiInputContainer  <<dataType>>	193
5.3.93.1	Definition	193
5.3.93.2	Attributes	193
5.3.93.3	Attribute constraints	194
5.3.93.4	Notifications	194
5.3.94	Dynamic5QISet	194
5.3.94.1	Definition	194
5.3.94.2	Attributes	194
5.3.94.3	Attribute constraints	194
5.3.94.4	Notifications	194
5.3.95	NetworkSliceInfo <<dataType>>	194
5.3.95.1	Definition	194
5.3.95.2	Attributes	194
5.3.95.3	Attribute constraints	194
5.3.95.4	Notifications	195
5.3.96	NSACFFunction	195
5.3.96.1	Definition	195
5.3.96.2	Attributes	195
5.3.96.3	Attribute constraints	195
5.3.96.4	Notifications	195
5.3.97	SnssaiInfo <<dataType>>	195
5.3.97.1	Definition	195
5.3.97.2	Attributes	195
5.3.97.3	Attribute constraints	195
5.3.97.4	Notifications	195
5.3.98	NsacfInfoSnssai <<dataType>>	196
5.3.98.1	Definition	196
5.3.98.2	Attributes	196
5.3.98.3	Attribute constraints	196
5.3.98.4	Notifications	196
5.3.99	EP_N60	196
5.3.99.1	Definition	196
5.3.99.2	Attributes	196
5.3.99.3	Attribute constraints	196
5.3.99.4	Notifications	197
5.3.100	EP_N33	197
5.3.100.1	Definition	197
5.3.100.3	Attributes	197
5.3.100.3	Attribute constraints	197
5.3.100.4	Notifications	197
5.3.101	DDNMFFunction	197
5.3.101.1	Definition	197
5.3.101.2	Attributes	197
5.3.101.3	Attribute constraints	197
5.3.101.4	Notifications	197
5.3.102	EP_Npc4	198
5.3.102.1	Definition	198
5.3.102.2	Attributes	198
5.3.102.3	Attribute constraints	198
5.3.102.4	Notifications	198
5.3.103	EP_Npc6	198
5.3.103.1	Definition	198
5.3.103.2	Attributes	198
5.3.103.3	Attribute constraints	198
5.3.103.4	Notifications	198
5.3.104	EP_Npc7	199
5.3.104.1	Definition	199
5.3.104.2	Attributes	199
5.3.104.3	Attribute constraints	199
5.3.104.4	Notifications	199
5.3.105	GUAMInfo <<dataType>>	199
5.3.105.1	Definition	199
5.3.105.2	Attributes	199
5.3.105.3	Notifications	199
5.3.106	TaiRange <<dataType>>	199
5.3. 106.1	Definition	199
5.3.106.2	Attributes	199
5.3.106.3	Notifications	199
5.3.107	nRTACRange <<dataType>>	200
5.3.107.1	Definition	200
5.3.107.2	Attributes	200
Either the start and end attributes, or the pattern attribute, shall be present.	200
5.3.107.3	Notifications	200
5.3.108	SCPInfo <<dataType>>	200
5.3.108.1	Definition	200
5.3.108.2	Attributes	200
5.3.108.3	Notifications	200
5.3.109	SCPDomainInfo <<dataType>>	200
5.3.109.1	Definition	200
5.3.109.2	Attributes	201
5.3.109.3	Notifications	201
5.3.110	IpEndPoint <<dataType>>	201
5.3.110.1	Definition	201
5.3.110.2	Attributes	201
5.3.110.3	Notifications	201
5.3.111	IPv4AddressRange <<dataType>>	201
5.3.111.1	Definition	201
5.3.111.2	Attributes	201
5.3.111.3	Notifications	201
5.3.112	IPv6PrefixRange <<dataType>>	202
5.3.112.1	Definition	202
5.3.112.2	Attributes	202
5.3.112.3	Notifications	202
5.3.113	EASDFFunction	202
5.3.113.1	Definition	202
5.3.113.2	Attributes	202
5.3.113.3	Attribute constraints	202
5.3.113.4	Notifications	202
5.3.114	EP_N88x	202
5.3.114.1	Definition	202
5.3.114.2	Attributes	203
5.3.114.3	Attribute constraints	203
5.3.114.4	Notifications	203
5.3.115	SNPNInfo <<dataType>>	203
5.3.115.1	Definition	203
5.3.115.2	Attributes	203
5.3.115.3	Attribute constraints	203
5.3.115.4	Notifications	203
5.3.116	SNPNId <<dataType>>	203
5.3.116.1	Definition	203
5.3.116.2	Attributes	203
5.3.116.3	Notifications	203
5.3.117	EP_Npc8	204
5.3.117.1	Definition	204
5.3.117.2	Attributes	204
5.3.117.3	Attribute constraints	204
5.3.117.4	Notifications	204
5.3.118	DefaultNotificationSubscription <<dataType>>	204
5.3.118.1	Definition	204
5.3.118.2	Attributes	204
5.3.118.3	Notifications	204
5.3.119	EcmConnectionInfo	204
5.3.119.1	Definition	204
5.3.119.2	Attributes	204
5.3.119.3	Attribute constraints	205
5.3.119.4	Notifications	205
5.3.120	5GCNfConnEcmInfo <<dataType>>	205
5.3.120.1	Definition	205
5.3.120.2	Attributes	205
5.3.120.3	Attribute constraints	205
5.3.120.4	Notifications	205
5.3.121	UPFConnInfo <<dataType>>	206
5.3.121.1	Definition	206
5.3.121.2	Attributes	206
5.3.121.3	Attribute constraints	206
5.3.121.4	Notifications	206
5.3.122	SnssaiSmfInfoItem <<dataType>>	206
5.3.122.1	Definition	206
5.3.122.2	Attributes	206
5.3.122.3	Notifications	206
5.3.123	DnnSmfInfoItem <<dataType>>	206
5.3.123.1	Definition	206
5.3.123.2	Attributes	206
5.3.123.3	Notifications	206
5.3.124	Void	207
5.3.125	InterfaceUpfInfoItem <<dataType>>	207
5.3.125.1	Definition	207
5.3.125.2	Attributes	207
5.3.125.3	Notifications	207
5.3.126	AtsssCapability <<dataType>>	207
5.3.126.1	Definition	207
5.3.126.2	Attributes	207
5.3.126.3 Attribute constraints	207
5.3.126.4	Notifications	207
5.3.127	IpInterface <<dataType>>	207
5.3.127.1	Definition	207
5.3.127.2	Attributes	208
5.3.127.3	Notifications	208
5.3.128	SupiRange <<dataType>>	208
5.3.128.1	Definition	208
5.3.128.2	Attributes	208
5.3.128.3	Attribute constraints	208
5.3.128.4	Notifications	208
5.3.129	IdentityRange <<dataType>>	208
5.3.Y.1	Definition	208
5.3.129.2	Attributes	208
5.3.129.3	Attribute constraints	208
5.3.129.4	Notifications	208
5.3.130	ProSeCapability <<dataType>>	209
5.3.130.1	Definition	209
5.3.130.2	Attributes	209
5.3.130.3	Attribute constraints	209
5.3.130.4	Notifications	209
5.3.131	V2xCapability <<dataType>>	209
5.3.131.1	Definition	209
5.3.131.2	Attributes	209
5.3.131.3	Attribute constraints	209
5.3.131.4	Notifications	209
5.3.132	InternalGroupIdRange <<dataType>>	209
5.3.132.1	Definition	209
5.3.132.2	Attributes	210
5.3.132.3	Attribute constraints	210
5.3.132.4	Notifications	210
5.3.133	SuciInfo <<dataType>>	210
5.3.133.1	Definition	210
5.3.133.2	Attributes	210
5.3.133.3	Attribute constraints	210
5.3.133.4	Notifications	210
5.3.134	SharedDataIdRange <<dataType>>	210
5.3.134.1	Definition	210
5.3.134.2	Attributes	210
5.3.134.3	Attribute constraints	210
5.3.134.4	Notifications	210
5.3.135	PfdData <<dataType>>	211
5.3.135.1	Definition	211
5.3.135.2	Attributes	211
5.3.135.3	Attribute constraints	211
5.3.135.4	Notifications	211
5.3.136	AfEventExposureData <<dataType>>	211
5.3.136.1	Definition	211
5.3.136.2	Attributes	211
5.3.136.3	Attribute constraints	211
5.3.136.4	Notifications	211
5.3.137	UnTrustAfInfo <<dataType>>	211
5.3.137.1	Definition	211
5.3.137.2	Attributes	212
5.3.137.3	Attribute constraints	212
5.3.137.4	Notifications	212
5.3.138	SnssaiInfoItem <<dataType>>	212
5.3.138.1	Definition	212
5.3.138.2	Attributes	212
5.3.138.3	Attribute constraints	212
5.3.138.4	Notifications	212
5.3.139	ExtSnssai <<dataType>>	212
5.3.139.1	Definition	212
5.3.139.2	Attributes	212
5.3.139.3	Attribute constraints	212
5.3.139.4	Notifications	213
5.3.140	SnssaiExtension <<dataType>>	213
5.3.140.1	Definition	213
5.3.140.2	Attributes	213
5.3.140.3	Attribute constraints	213
5.3.140.4	Notifications	213
5.3.141	DnnInfoItem <<dataType>>	213
5.3.141.1	Definition	213
5.3.141.2	Attributes	213
5.3.141.3	Attribute constraints	213
5.3.141.4	Notifications	213
5.3.142	SdRange <<dataType>>	213
5.3.142.1	Definition	213
5.3.142.2	Attributes	214
5.3.142.3	Attribute constraints	214
5.3.142.4	Notifications	214
5.3.125	NsacfInfo <<dataType>>	214
5.3.125.1	Definition	214
5.3.125.2	Attributes	214
5.3.125.3	Attribute constraints	214
5.3.125.4	Notifications	214
5.3.126	NsacfCapability <<dataType>>	214
5.3.126.1	Definition	214
5.3.126.2	Attributes	214
5.3.126.3	Attribute constraints	214
5.3.126.4	Notifications	214
5.3.127	NwdafInfo <<dataType>>	215
5.3.127.1	Definition	215
5.3.127.2	Attributes	215
5.3.127.3	Attribute constraints	215
5.3.127.4	Notifications	215
5.3.128	NwdafCapability <<dataType>>	215
5.3.238.1	Definition	215
5.3.128.2	Attributes	215
5.3.128.3	Attribute constraints	215
5.3.128.4	Notifications	215
5.3.129	MlAnalyticsInfo <<dataType>>	216
5.3.129.1	Definition	216
5.3.129.2	Attributes	216
5.3.129.3	Attribute constraints	216
5.3.129.4	Notifications	216
5.3.130	PlmnIdNid <<dataType>>	216
5.3.130.1	Definition	216
5.3.130.2	Attributes	216
5.3.130.3	Attribute constraints	216
5.3.130.4	Notifications	216
5.3.131	SeppInfo <<dataType>>	216
5.3.131.1	Definition	216
5.3.131.2	Attributes	217
5.3.131.3	Attribute constraints	217
5.3.131.4	Notifications	217
5.3.132	UdsfInfo <<dataType>>	217
5.3.132.1	Definition	217
5.3.132.2	Attributes	217
5.3.132.3	Attribute constraints	217
5.3.132.4	Notifications	217
5.3.133	SmsfInfo <<dataType>>	217
5.3.133.1	Definition	217
5.3.133.2	Attributes	217
5.3.133.3	Attribute constraints	218
5.3.133.4	Notifications	218
5.3.134	PlmnRange <<dataType>>	218
5.3.134.1	Definition	218
5.3.134.2	Attributes	218
5.3.134.3	Attribute constraints	218
5.3.134.4	Notifications	218
5.3.135	UdmInfo <<dataType>>	218
5.3.135.1	Definition	218
5.3.135.2	Attributes	218
5.3.135.3	Attribute constraints	218
5.3.135.4	Notifications	218
5.3.136	UdrInfo <<dataType>>	219
5.3.136.1	Definition	219
5.3.136.2	Attributes	219
5.3.136.3	Attribute constraints	219
5.3.136.4	Notifications	219
5.3.137	LmfInfo <<dataType>>	219
5.3.137.1	Definition	219
5.3.137.2	Attributes	219
5.3.137.3	Attribute constraints	219
5.3.137.4	Notifications	219
5.3.138	TrustAfInfo <<dataType>>	220
5.3.138.1	Definition	220
5.3.138.2	Attributes	220
5.3.138.3	Attribute constraints	220
5.3.138.4	Notifications	220
5.3.139	EasdfInfo <<dataType>>	220
5.3.139.1	Definition	220
5.3.139.2	Attributes	220
5.3.139.3	Attribute constraints	220
5.3.139.4	Notifications	220
5.3.140	SnssaiEasdfInfoItem  <<dataType>>	220
5.3.140.1	Definition	220
5.3.140.2	Attributes	221
5.3.140.3	Attribute constraints	221
5.3.140.4	Notifications	221
5.3.141	DnnEasdfInfoItem <<dataType>>	221
5.3.141.1	Definition	221
5.3.141.2	Attributes	221
5.3.141.3	Attribute constraints	221
5.3.141.4	Notifications	221
5.3.145	NSSAAFFunction	221
5.3.145.1	Definition	221
5.3.145.2	Attributes	221
5.3.145.3	Attribute constraints	222
5.3.145.4	Notifications	222
5.3.146	NssaafInfo <<dataType>>	222
5.3.146.1	Definition	222
5.3.146.2	Attributes	222
5.3.146.3	Attribute constraints	222
5.3.146.4	Notifications	222
5.3.147	EP_N58	222
5.3.147.1	Definition	222
5.3.147.2	Attributes	222
5.3.147.3	Attribute constraints	222
5.3.147.4	Notifications	222
5.3.148	EP_N59	223
5.3.148.1	Definition	223
5.3.148.2	Attributes	223
5.3.148.3	Attribute constraints	223
5.3.148.4	Notifications	223
5.3.149	NrfInfo <<dataType>>	223
5.3.149.1	Definition	223
5.3.149.2	Attributes	224
5.3.149.3	Attribute constraints	224
5.3.149.4	Notifications	224
5.3.150	CHFFunction	224
5.3.150.1	Definition	224
5.3.150.2	Attributes	224
5.3.150.3	Attribute constraints	224
5.3.150.4	Notifications	225
5.3.151	ChfInfo <<dataType>>	225
5.3.151.1	Definition	225
5.3.151.2	Attributes	225
5.3.151.3	Attribute constraints	225
5.3.151.4	Notifications	225
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This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
In the present document, modal verbs have the following meanings:
shall		indicates a mandatory requirement to do something
shall not	indicates an interdiction (prohibition) to do something
The constructions "shall" and "shall not" are confined to the context of normative provisions, and do not appear in Technical Reports.
The constructions "must" and "must not" are not used as substitutes for "shall" and "shall not". Their use is avoided insofar as possible, and they are not used in a normative context except in a direct citation from an external, referenced, non-3GPP document, or so as to maintain continuity of style when extending or modifying the provisions of such a referenced document.
should		indicates a recommendation to do something
should not	indicates a recommendation not to do something
may		indicates permission to do something
need not	indicates permission not to do something
The construction "may not" is ambiguous and is not used in normative elements. The unambiguous constructions "might not" or "shall not" are used instead, depending upon the meaning intended.
can		indicates that something is possible
cannot		indicates that something is impossible
The constructions "can" and "cannot" are not substitutes for "may" and "need not".
will		indicates that something is certain or expected to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
will not		indicates that something is certain or expected not to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
might	indicates a likelihood that something will happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
might not	indicates a likelihood that something will not happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
In addition:
is	(or any other verb in the indicative mood) indicates a statement of fact
is not	(or any other negative verb in the indicative mood) indicates a statement of fact
The constructions "is" and "is not" do not indicate requirements.
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The present document is part of a TS-family covering the 3rd Generation Partnership Project Technical Specification Group Services and System Aspects Management and orchestration of networks, as identified below:
TS 28.540:	Management and orchestration of 5G networks; Network Resource Model (NRM); Stage 1.
TS 28.541:	Management and orchestration of 5G networks; Network Resource Model (NRM); Stage 2 and stage 3.
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1	Scope
The present document specifies the Information Model and Solution Set for the Network Resource Model (NRM) definitions of NR, NG-RAN, 5G Core Network (5GC) and network slice, to fulfil the requirements identified in TS 28.540 [10].
The Information Model defines the semantics and behaviour of information object class attributes and relations visible on the management interfaces in a protocol and technology neutral way. And Solution Set defines one or more solution set(s) with specific protocol(s) according to the Information Model definitions.
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[2]	3GPP TS 23.501: "System Architecture for the 5G System".
[3]	3GPP TS 38.300: "NR; Overall description; Stage-2".
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[bookmark: _Toc59182417][bookmark: _Toc59183882][bookmark: _Toc59194817][bookmark: _Toc59439243][bookmark: _Toc145516530]3.1	Terms
For the purposes of the present document, the terms given in TR 21.905 [1], TS 28.540 [10] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] and TS 28.540 [10].
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void.
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For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 23.501 [2], TS 38.401 [4], TS 28.540 [10] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] , TS 23.501 [2], TS 38.401 [4] and TS 28.540 [10].
BWP	Bandwidth part
CHO	Conditional Handover
CM	Configuration Management
DAPS	Dual Active Protocol Stack
DN	Distinguished Name
IOC	Information Object Class
JSON	JavaScript Object Notation
NFV	Network Functions Virtualisation
NRM	Network Resource Model
NS	Network Service
NSI	Network Slice Instance
NSSAI	Network Slice Selection Assistance Information
NSSI	Network Slice Subnet Instance
PNF	Physical Network Function
RIM	Remote interference management
RIM-RS	Remote interference management reference signal
SBA	Service Based Architecture
SS	Solution Set
TN	Transport Network
VNF	Virtualised Network Function


3GPP
image2.png
=

A GLOBAL INITIATIVE




image1.png
~

5G




