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Start of First change
[bookmark: _Toc145949529]5.18.5	Measurements related to the NWDAF Data Collection 
[bookmark: _Toc145949530]5.18.5.1	Number of notifications for NWDAF Data Collection
a)	This measurement provides the number of notifications received by NWDAF for Data Collection from NFs or from AF via NEF.This measurement is split into subcounters per data source, the data source can be NF such as AMF, SMF, PCF, UDM, AF, UPF or OAM, as a basis of the computation of network analytics (See TS 23.288 [59]).
b)	CC
c)	This measurement is obtained by the following method: 
- on receipt of an Nnf_EventExposure_Notify response from NF (See TS 23.288 [59]). Each received Nnf_EventExposure_Notify response increments the relevant subcounter per data source by 1.
- on receipt of an Nnef_EventExposure_Notify response from NEF (See TS 23.288 [59]). Each received Nnef_EventExposure_Notify response increments the relevant subcounter per data source by 1.
d)	Each subcounter is an integer value.
e)	The measurement name has the form DANS.DataCollectNotifyRes.DataSourceID, where DataSourceID identifies the data source (See TS 23.288 [59]).
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
[bookmark: _Toc145949531]5.18.6	Measurements related to the NWDAF Data Collection 
[bookmark: _Toc145949532]5.18.56.X1	Number of subscriptions for NWDAF Data Collection
a)	This measurement provides the number of subscriptions generated by NWDAF for Data Collection from NFs or from AF via NEF.This measurement is split into subcounters per data source, the data source can be NF such as AMF, SMF, PCF, UDM, AF, UPF or OAM, as a basis of the computation of network analytics (See TS 23.288 [59]).
b)	CC
c)	This measurement is obtained by the following method: 
- on transmission of an Nnf_EventExposure_Subscribe request by the NWDAF to NF (See TS 23.288 [59]). Each transmitted Nnf_EventExposure_Subscribe request increments the relevant subcounter per data source by 1.
- on transmission of an Nnef_EventExposure_Subscribe request by the NWDAF to NEF (See TS 23.288 [59]). Each transmitted Nnef_EventExposure_Subscribe request increments the relevant subcounter per data source by 1.
d)	Each subcounter is an integer value.
e)	The measurement name has the form DANS.DataCollectSubscribeReq.DataSourceID, where DataSourceID identifies the data source (See TS 23.288 [59]).
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
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