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	1st Change


[bookmark: _Toc106192971][bookmark: _Toc145516364]6.2.2.1.2	Edge Service Support Expectation
6.2.2.1.2.1	Definition
Edge Service Support Expectation is an IntentExpectation which can be used to represent MnS consumer's expectations for edge service deployment.
The Service Support Expectation is defined utilizing the constructs of the generic IntentExpectation <<dataType>> with set of allowed values and concrete dataTypes specified.
[bookmark: MCCQCTEMPBM_00000168]Following are the specific allowed values when implemented the IntentExpectation for Edge Service Support Expectation.
Table 6.2.2.1.2.1-1
	Attribute
	Allowed Values

	objectType (CM)
	EdgeServiceSupport

	objectInstance (CM)
	DN of the EdgeServiceSupport



NOTE:	Following are the qualifier description for attribute "objectType" and "objectInstance":
-	In case of the intent expectation is not for a specific service instance or/and MnS consumer have no knowledge of the DN of this service instance, the attribute "objectType" needs to be specified.
-	In case of the intent expectation is for a specific service instance and MnS consumer have the knowledge of the DN of this service instance, the attribute "objectInstance" needs to be specified.
6.2.2.1.2.2	ObjectContexts
[bookmark: MCCQCTEMPBM_00000169]Following provides the concrete ObjectContexts for Edge Service Support Expectation based on the common structure of ObjectContext. The properties of the attributes in the following table should be the same as the properties of ObjectContexts defined in clause 6.2.1.3.
Table 6.2.2.1.2.2-1
	Attribute Name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	[bookmark: MCCQCTEMPBM_00000148]edgeIdentfifticationIdContext
	CM
	T
	T
	F
	F

	edgeIdentfifticationLocContext
	CM
	T
	T
	F
	F

	coverageAreaTAContext
	CM
	T
	T
	F
	F



[bookmark: MCCQCTEMPBM_00000149][bookmark: MCCQCTEMPBM_00000150][bookmark: _Hlk146699217]NOTE:	Following are the qualifier description for attribute "edgeIdentificationIdContext" and " edgeIdentificationLocContext":
-	In case of the Edge Service deployment is needed at a particular edge data network, the attribute " edgeIdentificationIdContext " needs to be specified.
-	In case of the Edge Service deployment is needed at a particular location, the attribute "edgeIdentificationLocContext" needs to be specified.
6.2.2.1.2.3	ExpectationTargets
[bookmark: MCCQCTEMPBM_00000170]Following provides the concrete ExpectationTargets for Edge Service Support Expectation based on the common structure of ExpectationTarget. The attribute properties defined in the table below should be the same as the properties defined for ExpectationTargets in clause 6.2.1.3.
Table 6.2.2.1.2.3-1
	Attribute Name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	[bookmark: MCCQCTEMPBM_00000151]dlThptPerUETarget
	O
	T
	T
	F
	F

	UlThptPerUETarget
	O
	T
	T
	F
	F

	dLLatencyTarget
	O
	T
	T
	F
	F

	uLLatencyTarget
	O
	T
	T
	F
	F

	maxNumberofUEsTarget
	O
	T
	T
	F
	F

	activityFactorTarget
	O
	T
	T
	F
	F

	uESpeedTarget
	O
	T
	T
	F
	F



6.2.2.1.2.4	ExpectationContexts
[bookmark: MCCQCTEMPBM_00000171]Following provides the concrete ExpectationContexts for Edge Service Deployment Expectation based on the common structure of ExpectationContext. The attribute properties defined in the table below should be the same as the properties defined for ExpectationContexts in clause 6.2.1.3.
Table 6.2.2.1.2.4-1
	Attribute Name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	[bookmark: MCCQCTEMPBM_00000152]serviceStartTimeContext
	O
	T
	T
	F
	F

	serviceEndTimeContext
	O
	T
	T
	F
	F

	uEMobilityLevelContext
	O
	T
	T
	F
	F

	resourceSharingLevelContext
	O
	T
	T
	F
	F
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