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Start of First change
[bookmark: _Toc145949508]5.18.2	Measurements related to the coordination between multiple NWDAFs
[bookmark: _Toc145949509]5.18.2.X	Number of analytics service subscription from Aggregator NWDAF
a)	This measurement provides the number of analytics service subscriptions generated by the Aggregator NWDAF. 
b)	CC
c)	On sending the analytics service subscription by the Aggregator NWDAF to other NWDAFs to subscribe analytics information for analytics aggregation (See TS 23.288 [2]), each subscription is added to the corresponding counter. The measurement can be split into subcounters per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]) and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DANS.AnalyticsSerSubGenerated, and
DANS.AnalyticsSerSubGenerated.AnalyticsID, where AnalyticsID identifies different analytics, and
DANS.AnalyticsSerSubGenerated.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
[bookmark: _Toc145949510]5.18.2.X	Number of analytics service requests from Aggregator NWDAF
a)	This measurement provides the number of analytics service requests generated by the Aggregator NWDAF.
b)	CC
c)	On sending the analytics service request by the Aggregator NWDAF to other NWDAFs to request analytics information for analytics aggregation (See TS 23.288 [2]), each request is added to the corresponding counter. The measurement can be split into subcounters per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]) and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DANS.AnalyticsSerReqGenerated, and
DANS.AnalyticsSerReqGenerated.AnalyticsID, where AnalyticsID identifies different analytics, and
DANS.AnalyticsSerReqGenerated.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
[bookmark: _Toc145949511]5.18.2.X	Number of analytics service notifications received by the Aggregator NWDAF
a)	This measurement provides the number of analytics service notifications received by the Aggregator NWDAF.
b)	CC
c)	On receipt by the Aggregator NWDAF of the notification corresponding to the analytics service subscription from Aggregator NWDAF (See TS 23.288 [2]), each transmitted notification is added to the corresponding counter. The measurement can be split into subcounters per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [X]) and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DANS.AnalyticsSerNotificationReceived, and
DANS.AnalyticsSerNotificationReceived.AnalyticsID, where AnalyticsID identifies different analytics, and
DANS.AnalyticsSerNotificationReceived.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
[bookmark: _Toc145949512]5.18.2.X	Number of analytics service responses received by the Aggregator NWDAF
a)	This measurement provides the number of analytics service responses received by the Aggregator NWDAF.
b)	CC
c)	On receipt by the Aggregator NWDAFs of the response corresponding to the analytics service request from Aggregator NWDAF (See TS 23.288 [2]), each received response is added to the corresponding counter. The measurement can be split into subcounters per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [58]) and subcounters per S-NSSAI.
d)	An integer value
e)	The measurement name has the form DANS.AnalyticsSerResponseReceived, and
DANS.AnalyticsSerResponseReceived.AnalyticsID, where AnalyticsID identifies different analytics, and
DANS.AnalyticsSerResponseReceived.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
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