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Decision/action requested

The group is asked to discuss and approval
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Rationale

In SA5#152 meeting, the proposal to separate yaml file for several NRM Fragments (including FM control NRM fragmenty) in TS 28.623 was endorsed in S5-238240.
TS 28.111 is the new TS for all content for Fault management in SBMA, including FM control NRM fragment. This contribution proposes to separate FM control NRM yaml file from Generic NRM yaml file and move from TS 28.623.
Forge MR link: https://forge.3gpp.org/rep/sa5/MnS/-/merge_requests/981 
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Detailed proposal

	1st Change


10.2
OpenAPI Definitions

OpenAPI/YAML definitions are specified in Forge [11].

Directory: OpenAPI

Files:  

TS28111_Fault.yaml              

TS28111_FmControlNrm.yaml
	2nd of Change


*** OpenAPI/TS28111_FmControlNrm.yaml ***

<CODE BEGINS>

openapi: 3.0.1

info:

  title: FM Control NRM

  version: 18.0.0

  description: >-

    OAS 3.0.1 definition of the FM Control NRM fragment

    Â© 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).

    All rights reserved.

externalDocs:

  description: 3GPP TS 28.111; Fault management, FM Control NRM 

  url: http://www.3gpp.org/ftp/Specs/archive/28_series/28.623/

paths: {}

components:

  schemas:

#-------- Definition of types-----------------------------------------------------

#-------- Definition of concrete IOCs --------------------------------------------

    AlarmList-Single:

      allOf:

        - $ref: 'TS28623_GenericNrm.yaml#/components/schemas/Top'

        - type: object

          properties:

            attributes:

              type: object

              properties:

                administrativeState:

                  $ref: 'TS28623_ComDefs.yaml#/components/schemas/AdministrativeState'

                operationalState:

                  $ref: 'TS28623_ComDefs.yaml#/components/schemas/OperationalState'

                numOfAlarmRecords:

                  type: integer

                lastModification:

                  $ref: 'TS28623_ComDefs.yaml#/components/schemas/DateTime'

                alarmRecords:

                  description: >-

                     This resource represents a map of alarm records.

                     The alarmIds are used as keys in the map.

                  type: object

                  additionalProperties:

                    $ref: 'TS28532_FaultMnS.yaml#/components/schemas/AlarmRecord'

#-------- Definition of YAML arrays for name-contained IOCs ----------------------

#-------- Definitions in TS 28.111 for TS 28.532 ---------------------------------

    resources-fmControlNrm:

      oneOf:

       - $ref: '#/components/schemas/AlarmList-Single'

<CODE ENDS>

	End of Changes


