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	First change



5.2.2.21.X Converged Charging based on network slice charging
The figure 5.2.2.21.X-1 describes the high level charging procedure for UE PDU session converged Charging influenced by Network slice converged charging using distributed charging architecture.
[image: ]

Figure 5.2.2.21.X-1: UE PDU session converged Charging influenced by Network slice converged charging  
1ch. NS Tenant NSM charging per S-NSSAI covered by Tenant CCS: obtained S-NSSAI in service profile: "Max nb of PDU sessions", "Max nb of UEs”…
2ch. NS Tenant NSPA based charging per S-NSSAI covered by Tenant CCS: obtained S-NSSAI KPIs.
Steps according to TS 32.255 [9] clause 5.2.2.2.2 for individual UE charging covered by UE CCS.
9ch-b1.	UE PDU session charging needs input from NS charging for this S-NSSAI. Examples of requested input: "Max nb of PDU sessions", "Nb of PDU sessions", "load level"…
9ch-b2a.	Charging service request to Tenant CCS (S-NSSAI, UE PDU session charging information, UE requested NS charging information).
9ch-b2b.	Based on received "UE requested NS charging information", Tenant CCS correlates with existing NS charging information for the S-NSSAI:  NSM charging information ("Max nb of PDU sessions", “Slice Lifetime”..), NSPA charging information ("Nb of PDU sessions (increased by one for considering the new PDU session)", "load level",..)…    
9ch-b2c.	CHF (Tenant CCS) provides "UE supplied NS charging information" in Charging service response.  
9ch-b3.	Account, Rating and reservation control for individual UE based on "UE supplied NS charging information".  
9ch-c.	CHF (UE CCS) provides appropriate answer for the individual UE. 

The figure 5.2.2.21.X-2 describes the high level charging procedure for UE registration converged Charging influenced by Network slice converged charging using distributed charging architecture. 


Figure 5.2.2.21.X-2: UE Registration converged Charging influenced by Network slice converged charging 
1ch. NS Tenant NSM charging per S-NSSAI covered by Tenant CCS: obtained S-NSSAI in service profile: "Max nb of PDU sessions", "Max nb of UEs…"
2ch. NS Tenant NSPA based charging per S-NSSAI covered by Tenant CCS: obtained S-NSSAI KPIs
Steps according to TS 32.256 [10] clause 5.2.2.2.4 for individual UE registration charging covered by UE CCS.
16ch-b1.	Allowed S-NSSAI(s) in the Allowed NSSAI received for UE registration converged charging, needs input from NS charging. Examples for criteria: "Max nb of registered UEs", "Nb of registered UEs", "load level"… 
16ch-b2. For each allowed S-NSSAI for which this association is needed:
16ch-b2a.	Charging service request to Tenant CCS (S-NSSAI, UE registration charging information, UE requested NS charging information).
16ch-b2b.	Based on received "UE requested NS charging information", correlates with existing NS charging information for the S-NSSAI:  NSM charging information ("Max nb of UEs", “Slice Lifetime”..), NSPA charging information ("Nb of registered UEs (increased by one for considering the new registration)", "load level",..)…  
16ch-b2c.	CHF (Tenant CCS) provides "UE supplied NS charging information" in Charging service response.  
16ch-b3.	Account, Rating and reservation control for individual UE based on "UE supplied NS charging information".  
16ch-c.	CHF (UE CCS) provides appropriate answer for the individual UE.  
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